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Discontinuance of Switched Access FGD

A Discontinuance Charge applies if a customer discontinues POD service provided
at the conversion of an end office to equal access . The Discontinuance Charge
applies to each FGD trunk discontinued with one exception . When the FGD
service is a result of an upgrade from FGB, FGC or SAC Access Service trunks
in service prior to conversion to equal access, the Discontinuance Charge will
only apply to the number of FGD trunks being discontinued that are in excess
of the number of FGB, FGC or SAC Access Service trunks in service prior to
conversion to equal access . However, the customer may still be liable for any
minimum Period charges in 3 .2 .5 that may be applicable to the FOB, FGC or SAC
Access Service trunks that were in service prior to conversion . For purposes
of calculating the Discontinuance Charge the Maximum Discontinuance Charge will
be amortized in equal monthly increments (i .e ., Maximum Discontinuance Charge
divided by 12) over a 12 month period beginning on the date the end office
converts to equal access . The Maximum Discontinuance Charge is equal to the
FGD Maximum Cancellation Charge in 3 .2 .8 . The charge assessed will be the
unamortized portion of the Maximum Discontinuance Charge-
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Month During Which
Service is Discontinued
After Conversion Date Charge (Per Trunk Discontinued)

1 $825 .21
2 756 .44
3 687 .68
4 618 .91
5 550 .14
6 481 .37
7 412 .61
8 343 .84
9 275 .07

10 206 .30
11 137 .54
12 68 .77
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FGD Maximum Cancellation Charge, Per Trunk

	

$825 .21

3 .3

	

Access Service Requests F

	

Services Provided By More Than One Tel phone Comoanv

(A)

	

Switched or Special Access Services provided by more than one telephone company
are services where one end of the Switched Transport or Special Transport
facility is in the operating territory of one telephone company and the other
end of the facility is in the operating territory of a different telephone
company .

The ordering procedure for this service is in (1) and (2) . The telephone company
will notify the customer, identifying which ordering procedures will apply .

(1)

	

Single Company Billing

The telephone company receiving the ASR from the customer will arrange
to provide the service and bill the customer as in 2 .7(A)(1) . The
customer will place the ASR with the telephone company as follows :

(a)

	

For Switched Access Services the customer will place the ASR with
the telephone company in whose territory the following is located :

FGA - dial tone office

When the preceding is not in the same telephone company's
territory as the customer designated location (CDL), the customer
must supply a copy of the ASR to the telephone company in whose
territory the CDL is located .
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Each telephone company will provide its portion of the Switched Transport
or Special Transport service within its operating territory to the meet
point with the other telephone company (s) . The BP will be determined by
the telephone companies involved in providing the FIA service and listed
in the NECA Tariff FCC No . 4 . ( " )

For all Switched Access Services and all Special Access Services the order
will be placed with the telephone company as specified in the Ordering and
Billing Forums Multiple Exchange Carrier Ordering and Design (MECOD)
guidelines .

(B)

	

When FOA is ordered in a Multicarrier Access Area, the customer must provide a
copy of the order to all telephone companies providing the service from the CDL
to the dial tone office .

( " ) For IntraLATA LEC to LEC traffic . percentages of ownership will be determined bv the V&H
coordinates located in the Missouri PTC Plan IntraLATA Database .
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3 .5 .1

	

When a customer orders Switched Access, it will be provided subject to the
minimum capacity provisions in 3 .5 .2 through 3 .5 .5 .

3 .5 .2

	

There is no minimum capacity for Interface Arrangements 1 and 2 in 3 .5 .5 .
However, for Interface Arrangements 3 through 10 the minimum capacity is in
3 .S .S . A description of Interface Arrangements is found in 4 .2 .3(8) .

3 .5 .3

	

(Reserved for Future Use)
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3 .5 .4

	

For the purpose of administering the minimum capacity provisions, different
Switched Access feature groups for the same customer may be grouped together
if the facilities provided for all the connections are the same and terminate
in the same facilities terminal in the same Telephone Company access tandem or
end office .
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3 .5 .5

	

The following table provides the total capacity of the interface and the thresholds
for minimum ASR requirements .

	

When the customer requests one of the following it
is required to order sufficient Lines for FGA, and sufficient trunks or BHMCS for
FGB, FGC . FGD and SAC Access Service to satisfy the minimum capacity . when the
customer requests more than one o£ the same interface Arrangements, it is required
to meet the total minimum capacity o£ all such Interface Arrangements .

9
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_

issued : February 7, 1996

	

Effective : April 1, 1996

Interface
Arrangement

Interface
Type

Interface
Name

Total
Capacity
(circuits)

Minimum
Canacity
(circuits)

1 Voice Frequency 2-Wire 1 NA
2 Voice Frequency 4-Wire 1 NA
3 Analog Group 12 9
4 Analog Supergroup 60 42
5 Analog Mastergroup 600 420
6 Digital DS1 24 17
7 Digital DSIC 48 34
8
9 Digital DS3 672 471

10 Digital DS3C 1344 941
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Switched Access provides two-point communications paths between the point of termination
at a CDL and the points of termination at Telephone Company end user premises within the
Access Area . Each path is established through the use of Switched Transport, End Office
Services, and Common Lines or Special Access Lines . Switched Access provides for the
ability to originate calls from an end users premises to the CDL and to terminate calls
from the CDL to an end user's premises . Specific descriptions of Switched Access are in
4 .2 .

Switched Access is ordered in either quantities of lines, trunks or in Busy Hour Minutes
of Capacity (BHMC) . FGA is furnished on a per-line basis, and FGB, FGC, FGD and SAC
Access Service are furnished on a per-trunk basis in accordance with the capacity ordered
in trunks or BHMC .

Quantities of lines, trunks or total BHMC of the circuit group connecting the first point
of switching and the CDL are determined at the Telephone Company's first point of
switching .

A customer may designate one or more CDLS within the LATA for FGA, FGB, FGC, FGD Switched
Access or SAC Access Service, except that in the case of 800 SAC Access Service,
customers may request connections only to suitably equipped end offices and access tandem
offices as discussed in 3 .1 .1(D) .

The following option will not be applicable to FGC and POD . When the first point of
switching and the CDL are in the same Wire Center Area, transport for FGA or FGB Switched
Access Service is rated as set forth in Section 4 .2 .3 . When the Telephone Company's
first point of switching and the CDL are served by different Wire Center Areas for FGA
or FOB Service, but within the same LATA, the customer will be given an option on how the
transport will be rated . In this instance, the customer may opt to have the transport
rated as Switched Transport from the wire center serving the existing CDL to the end
office(s) originating or terminating the traffic, in Section 4 .2 .3 (A) (1), or choose to
have that portion of the transport between the wire center serving the existing CDL and
the selected first point of switching rated as Special Transport . By selecting the
Special Transport option, the customer has established a new CDL for Switched Access
rating purposes in the selected Access Area . That Transport between the wire center
serving the existing CDL and the new CDL is rated as Special Transport, in Section
5 .1 .1 (B), and Switched Access rates will be applicable from the wire center serving the
new CDL to each end office originating or terminating traffic within the selected FGA or
FGB Access Area . A Special Access Line charge is also applicable where the customer
chooses the Special Transport option as in 5 .1 .1(C) . Switched Transport and Special
Transport shall not be combined within the same hunt group arrangement . When the
customer requests to change for rating purposes from one type of transport to another
(e .g ., Special to Switched), the Subsequent Ordering Charge - Switched Access, in
4 .6 .1(B) or the Subsequent Ordering Charge - Special Access in 5 .6 .1(D) (1) (b) will
apply . The charge for the change depends on the type of transport option being selected
by the customer .

When Switched Access is ordered in BHMC, the BFEMC must be differentiated by Feature Group
type and directionality of traffic as in 4 .3 .2 in order for the Telephone Company to
properly design Switched Access to meet the traffic carrying capacity requirements of the
customer .

When a customer plans to use Switched Access in connection with the resale of services
of an IC, the provisions for such Switched Access charges are in Section 12 .

Switched Access is provided with basic testing as described in 4 .2 .4(8)

	

T-()il),
(D) (13),

	

(8)(13),

	

and 4 .2 .7 .

	

Additional testing is provided as desc~ '' i i' .6 .
Testing is provided only on the FIA supplied by the Telephone Company $
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SWITCHED ACCESS (Cont'd)

	

FEB

	

7 1996

4 .1 General (COnt'd)
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Shared use between Switched Access and Special Access over h Vl1L'~
n
~a- "i'Ce1~fVYio{MiOsMFnWiondescribed in 5 .6 .7 .

Switched Access may be ordered by the customer for mixed intrastate and interstate

The Telephone Company, under the ordering provisions in Section 3, at rates and
charges as specified in 4 .6, will provide Switched Access as follows ;

Feature Group A (FGA), which is available to all customers, provides
line-side access to Telephone Company end office switches with an end user
access code of NXX-XXXX for the customer's use in originating and
terminating communications . FGA is available as Message
Telecommunications Service-type or Wide Area Telecommunications
Service-type (MTS/WATS-type) access or as Foreign Central Office/Off
Network Access Line (FCO/ONAL) open end access, for customer provided
intrastate communications capability or connection to an interexchange
intrastate service . A more detailed description of FGA is in 4 .2 .4(B) .

(B)

	

Feature Group B (USOC - OHB)

Feature Group B (FGB), which is available to all customers, provides
trunk-side access to Telephone Company end office switches with an
associated uniform 950-1XXX or 950-OXXX access code for originating and
terminating communications for customer provided intrastate communications
capability or connection to an interexchange intrastate service . A more
detailed description of FOR is in 4 .2 .4(C) .

Kenneth Matzdorff
President

Peculiar, Missouri
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Feature Group C (FGC) provides trunk-side access to Telephone Company end
office switches for providers of MTS and WATS for originating and
terminating communications . FGC is available in all end offices which
are not equipped for FGD End Office Services . A more detailed
description of FGC is in 4 .2 .4(D) .

Feature Group D (USOC - OHD)

Feature Group D (FGD), which is available to all customers, provides
trunk-side access to Telephone Company end office switches with an
associated 1OXXX access code for providers of MTS/WATS and MTS/WATS-type
services for originating and terminating communications for customer
provided intrastate communications capability or connections to an
interexchange intrastate service . A more detailed description of FGD is
in 4 .2 .4(E) .

(E)

	

SAC Access Service

Service Access Code (SAC) Access Service is an originating service that
is provided via SAC Access Service switched trunk groups, or may be
provided in conjunction with FGC or FGD . When a 1+800-NXX-XXXX call is
originated by an end user for 800 SAC Access Service, the 800 Customer
Identification Function as described in 4 .2 .11 determines the customer
to which the 800 call is routed . When a 1+900-XXX-XXXX call is
originated by an end user for 900 SAC Access Service, the 900 Customer
Identification Function, as described in 4 .2 .12, determines the customer
to which the call is to be routed based on the 900 NXX code dialed . A
more detailed description of SAC Access Service is in 4 .2 .4(F) .

4 .2 .2

	

(Reserved for Future Use)
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(1)

	

Switched Transport provides the transmission of Switched Access
communications including SAC Access Service, between the CDL and
the originating or terminating end office switch(es) in the Access
Area with one exception . Switched Transport associated with FGA
1+ terminating traffic provides for the transmission of Switched
Access outside the Access Area, however within the LATH . Switched
Transport is made up of two rate elements which are the Switched
Transport Facility rate and the Switched Transport Termination
rate .

The Switched Transport Facility rate provides for the transmission
path and for that portion of Switched Transport which extends
beyond the Telephone company end office/access tandem and includes
both the physical outside plant facilities and necessary
transmission equipment (repeaters, etc .) including that which may
be found at intermediate offices . The Switched Transport Facility
rate is both usage and distance sensitive .

The Switched Transport Termination rate provides for the
communications transmission path at the Telephone Company
Switching office and includes the Wire Center Switching and
circuit equipment (e .g ., signaling, transmission devices, padding,
carrier channels, trunk ports, etc .), used in conjunction with
Switched Transport Facility as described above . The Switched
Transport Termination rate is usage sensitive .

The application of the Switched Transport rates and the
determination of the mileage measurement for Switched Transport
Facility is in 4 .5 .2(N)(2) .

(2)

	

Switched Transport is a two-way voice frequency transmission path
composed of facilities determined by the Telephone Company . The
two-way voice frequency path permits the transport of calls in the
originating direction (from the end office switch to the CDL), and
in the terminating direction (from the CDL to the end office
switch), but not simultaneously . The voice frequency transmission
path may be comprised of any form or configuration of plant
capable of and typically used in the telecommunications industry
for the transmission of the human voice and associated telephone
signals within the frequency bandwidth of approximately 300 to
3000 Hz .

The Telephone Company will work cooperatively with the customer
in determining (1) whether the first point of switching will be
an end office switch or an access tandem switch, and (2) the
directionality of the service .
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4 .2 .3

	

Description of Switched Transport (COnt'd)

(4)

	

The number of Switched Transport transmission paths provided between an end office switch
and the first point of switching are determined by the Telephone Company using standard
traffic engineering methods . The number of Switched Transport transmission paths
provided between the first point Of switching and the ML is determined :

The Interface Arrangement provides the interface between the Telephone Company provided Switched
Access and customer provided facilities at the point of termination at the COL .

Switched Access is provided in a number of separate interface Arrangements . Each Interface
Arrangement provides a specified facility interface le .g ., two-wire, tour-wire . DS1 . etc .l . Bach
High Capacity Analog or Digital Interface Arrangement, as listed following, is subject to the
minimum capacity requireamants when ordered as in 3 .5 .5 . Provision of the Interface Arrangements
and any Optional Arrangements may require placement of Telephone Company equipment 1e .9 .,
supervisory signaling equipment as described in 4 .2 .3(c)(4)(a)) on the customer's premises .

where transmission facilities permit, the individual transmission paths between the paint of
termination and the first point of switching may, at the option of the customer, be provided with
Optional Arrangements as in (C) .

The following Standard Interface Arrangements (IA) are available :

IA

Tao-wire VP
Pour-Wire VP
Group Analog
Supergroup Analog
Mastergroup Analog
DS1 Digital
OSIC Digital
DS3 Digital
DS3C Digital

Kenneth Matzdorff
President
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by the customer, when ordering FGA, based on the number of lines ordered, or :

by the Telephone Company, when the Customer Order. FGB, pCC, Fop or SAC Access
Service . If ordered in trunks, the customer may determine the number of trunks .
If ordered in BIp1C, the Telephone Company will determine the number of truN,s,
using standard traffic engineering methods .
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(B)

	

Interface ALrancfementa (Cont'd)

The number of Interface Arrangements provided is determined by the
Telephone Company based on the number o£ FGA lines or the number of
transmission paths required to meet the total trunks or SHMC ordered for
FGB, FGC and FGD, and the type of Interface Arrangement ordered .

(1)

	

Two-Wire Voice Freauency Interface Arrangement
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(a)

	

The Two-Wire Voice Frequency Interface Arrangement, except
as in (b), provides two-wire voice frequency transmission
at the point of termination at the COL . The interface is
capable of transmission signals within the frequency
bandwidth of approximately 300 to 3000 Hz .

(b)

	

The Two-Wire interface is not provided in association with
FGC and FGD when the first point of switching is an access
tandem . In addition, the two-wire interface is not
provided in association with FGB when the first point of
switching is an access tandem where two-wire terminations
are not provided .

(c)

	

The transmission path between the point of termination at
the CDL and the first point of switching may be comprised
of any form or configuration of plant capable of and
typically used in the telecommunications industry for the
transmission of the human voice and associated telephone
signals within the frequency bandwidth of 300 to 3000 Hz .

(d)

	

The Two-Wire interface is provided with loop supervisory
signaling . When the interface is associated with FGA, such
signaling may be loop start or ground start . When the
interface is associated with FGB, FGC, and FGD, such
signaling, except for two-way calling, may be reverse
battery signaling . The interface may, at the option of the
customer, be provided with DX supervisory signaling or SSM
supervisory signaling as in 4 .2 .3 (C)(4) .

(2)

	

Four-Wire Voice Frequency Interface Arrangement

(a) The Four-Wire Voice Frequency Interface Arrangement
provides four-wire voice frequency transmission at the
point of termination at the CDL . The interface is capable
of transmission of the human voice and associated telephone
signals within the frequency bandwidth of approximately 300
to 3000 Hz .
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(b)

	

The transmission path between the point of termination at
the CDL and the first point of switching may be comprised of
any form of configuration of plant capable of and typically
used in the telecommunications industry for the transmission
of the human voice and associated telephone signals within
the frequency bandwidth of 300 to 3000 Hz .

(c)

	

The interface is provided with loop supervisory signaling .
When the interface is associated with FGA, such signaling
may be loop start or ground start signaling . When the
interface is associated with FGB, FGC, and FGD, such
signaling, except for two-way calling, may be reverse
battery signaling . The interface may, at the option of the
customer, be provided with supervisory signaling as in 4 .2 .3
(C)(4) .

(3)

	

Group Analog Interface Arrangement

(a)

	

The Group Analog Interface Arrangement provides a group
level analog transmission at the point of termination at the
CDL subject to the limitations in 3 .5 . The interface is
capable of transmitting electrical signals between the
frequencies of 60 to 109 kHz, with the capability to
multiplex up to 12 voice frequency transmission paths .

Between the first point of switching and the point of
termination at the CDL, the Telephone Company may, at its
option, provide multiplex equipment to derive 12
transmission paths of frequency bandwidth of approximately
300 to 3000 Hz .

(b)

	

The interface is provided with individual transmission path
supervisory signaling .
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Supergrouo Analog Interface Arrangement
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(a) The Supergroup Analog Interface Arrangement provides
supergroup level analog transmission at the point of
termination at the CDL subject to the limitations in 3 .5 .
The interface is capable of transmitting electrical signals
between the frequencies of 312 to 552 kHz, with the
capability to multiplex up to 60 voice frequency
transmission paths .

Between the first point of switching and the point of
termination the Telephone Company may, at its option,
provide multiplex equipment to derive 60 transmission paths
of frequency bandwidth of approximately 300 to 3000 Hz to
promote transmission efficiency, if required .

(b)

	

The interface is provided with individual transmission path
SF supervisory signaling .

(5)

	

Masteraroup Analog Interface Arrangement

(a) The Mastergroup Analog Interface Arrangement provides
mastergroup level analog transmission at the point of
termination at the CDL subject to the limitations in 3 .5 .
The interface is capable of transmitting electrical signals
between the frequencies of 564 to 3084 kHz, with the
capability to multiplex up to 600 voice frequency
transmission paths .

Between the first point of switching and the point of
termination at the CDL, the Telephone Company may, at its
option, provide multiplex equipment to derive 600
transmission paths of frequency bandwidth of approximately
300 to 3000 Hz to promote transmission efficiency, if
required .

(b)

	

The interface is provided with individual transmission path
SF supervisory signaling .
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(a)

	

The DS1 Digital Interface Arrangement provides DS1 level
digital transmission at the point of termination at the CDL
subject to the limitations in 3 .5 . The interface is capable
of transmitting electrical signals at 1 .544 Mbps, with the
capability to multiplex up to 24 voice frequency
transmission paths .

Between the first point of switching and the point of
termination at the CDL, when analog switching utilizing
analog terminations is provided, the Telephone Company may,
at its option, provide multiplex equipment to derive 24
transmission paths of frequency bandwidth of approximately
300 to 3000 Hz . When digital switching or analog switching
with digital carrier terminations is provided, the Telephone
Company will provide, at the first point of switching, DS1
signals in D4 or D3 format .

(b)

	

The interface is provided with individual transmission path
bit stream supervisory signaling .

(7)

	

DSlC Diaital Interface Arrangement

(a)

	

The DSlC Digital Interface Arrangement provides a DSLC level
digital transmission at the point of termination at the CDL
subject to the limitations in 3 .5 . The interface is capable
of transmitting electrical signals at 3 .152 Mbps, with the
capability to multiplex up to 48 voice frequency
transmission paths .

Between the first point of switching and the point of
termination, when analog switching utilizing analog
terminations is provided, the Telephone Company may, at its
option, provide multiplex equipment to derive up to 48 voice
frequency transmission paths of frequency bandwidth of
approximately 300 to 3000 Hz . When digital switching or
analog switching with digital carrier terminations is
provided, the Telephone Company will provide, at the first
point o£ switching, DS1 signals in D4 or D3 format .

(b)

	

The interface is provided with individual transmission path
bit stream supervisory signaling .
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DS3 Digital Interface Arrangement
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(B)

	

Interface Arrangements (Cont'd)

(8)

	

DS2 Digital Interface Arrangement

The Telephone Company currently does not offer the DS2 interface .

(a)

	

The DS3 Digital Interface Arrangement provides a DS3 level
digital transmission at the point of termination at the CDL
subject to the limitations in 3 .5 . The interface is capable
of transmitting electrical signals at 44 .736 Mbps, with the
capability to multiplex up to 672 voice frequency
transmission paths .

Between the first point of switching and the point of
termination at the CDL, when analog switching utilizing
analog terminations is provided, the Telephone Company may,
at its option, provide multiplex equipment to derive up to
672 voice frequency transmission paths of frequency bandwidth
of approximately 300 to 3000 Hz . When digital switching or
analog switching with digital carrier terminations is
provided, the Telephone Company will provide, at the first
point of switching, DSi signals in D4 or D3 format .
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(b)

	

The interface is provided with individual transmission path
bit stream supervisory signaling .

(c)

	

To insure compatibility of transmission, the utilization of
the same manufacturer's equipment (end-to-end) may be
required . The Telephone Company reserves the right to
choose this equipment .

(10)

	

DS3C Digital Interface Arrangement

(a)

	

The DS3C Digital Interface Arrangement provides a DS3C
level digital transmission at the point of termination at
the CDL subject to the limitations in 3 .5 . The interface is
capable of transmitting electrical signals at 89 .472 Mhps,
with the capability to multiplex up to 1344 voice frequency
transmission paths .

Between the first point of switching and the point of
termination at the CDL, when analog switching utilizing
analog terminations is provided, the Telephone Company may,
at its option, provide multiplex equipment to derive up to
1344 voice frequency transmission paths of frequency
bandwidth of approximately 300 to 3000 Hz . When digital
switching or analog switching with digital carrier
terminations is provided, the Telephone Company will
provide, at the first point of switching, DS1 signals in D4
or D3 format .

(b)

	

The interface is provided with individual transmission path
bit stream supervisory signaling .

(c)

	

To insure compatibility of transmission, the utilization of
the same manufacturer's equipment (end-to-end) may be
required . The Telephone Company reserves the right to
choose this equipment .
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(1)

	

Switched Transport facilities will be engineered and routed based
on standard engineering methods, available facilities and
equipment, and the Telephone Company traffic routing plans . The
Telephone Company will work cooperatively with customers in
providing design and traffic routing information . If the customer
is provided with FGB, FGC, FGD, or SAC Access Service and desires
Provision of Other Than Telephone Company Selected Traffic Routing,
it may specify the desired routing at rates and charges to be
developed on an Individual Case Basis .

(4) The Telephone Company will provide optional Arrangements in
association with the Interface Arrangements listed in 4 .2 .3 (B) (1)
and (2) . The provision of such Optional Arrangements may require
placement of Telephone Company equipment on the customer's
premises . These Optional Arrangements are nonchargeable .

A supervisory signaling capability is provided for each
Interface Arrangement as listed in 4 .2 .3 (B)(1) and (2) .
Where the transmission parameters permit and where signaling
conversion is required by the customer to meet his signaling
capability, the customer may order a supervisory signaling
arrangement for each transmission path provided as follows :

DX Supervisory Signaling arrangement, or
E&M Type I Supervisory Signaling arrangement, or
E&M Type II Supervisory Signaling arrangement .

For Interface Arrangement (2)

SF Supervisory Signaling arrangement, or
E&M Type III Supervisory Signaling arrangement .

These optional supervisory signaling arrangements are
unavailable in conjunction with Signaling System 7 (SS7) Out
of Band Signaling as described in 4 .2 .5(A)(A) .
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(1)

	

End Office Services provide the end user termination functions and
end office switching necessary to complete the transmission of
Switched Access communications to and from the end users served by
the end office . Standard Arrangements for End Office Services
include the End Office Switching Rate Element . End Office Services
Optional Arrangements are available as defined in 4 .2 .5 .

End Office Services are provided in association with Switched
Transport when ordered as in Section 3 . End Office Services will
be provided as one of the following types : Feature Group A (FGA),
Feature Group E (FGE), Feature Group C (FGC), Feature Group D
(FGD), and SAC Access Service .

The number of End Office Service transmission paths and line
terminations provided will be determined by the Telephone Company
based on standard traffic engineering methods .

(2)

	

(Reserved for Future Use)

(3)

	

End Office switching provides the following :

(a) The facilities to terminate end user Common Lines in end
office switches or Special Access Lines in WATS Serving
Offices .

(b)

	

The end office switching functions necessary to complete a
Switched Access Communication to or from end user Common
Lines or Special Access Lines served by the end office .

(c)

	

The termination of a call at a Telephone Company intercept
operator or recording . The operator or recording tells a
caller why a call, as dialed, could not be completed, and if
possible, provides the correct number .

End Office Switching is divided into two categories ; End Office
Switching 1 (EOSI) and End Office Switching 2 (EOS2) . Application
of the charges is in 4 .5 .2(N) (5) and the rates for End Office
Switching are in 4 .6 .3(C) .

End Office switching is not provided in conjunction with switched
access minutes of use that originate or terminate at a Mobile
Telephone Switching Office (MTSO) directly interconnected to a
Telephone Company access tandem office .
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(1)

	

FGA is provided at all Telephone Company end office switches and
switches customer communications to and from Common Lines, or Special
Access Lines, as in 4 .2 .1(A) .

FGA utilizes a two-point electrical communications path between the
Interface Arrangement and the Common Line or Special Access Line
which is a voice grade transmission path comprised of any form or
configuration of plant capable of, and typically used in the
telecommunications industry for, the transmission of the human voice
and associated telephone signals within the frequency bandwidth of
approximately 300 to 3000 Hz .

(2)

	

FGA is provided as line-side switching through end office switch line
equipment . Line-side switching may, at the option of the customer,
be provided with ground start supervisory signaling or loop start
supervisory signaling .

(3)

	

The customer shall select the first point of switching, within the
selected FGA Access Area .

(4)

	

FGA is arranged for originating calling only, terminating calling
only or two-way calling . The Telephone Company will determine the
type of calling to be provided unless the customer requests the
option, Customer Specification of Switched Access Directionality as
described in 4 .2 .5(H) . For such specification, additional charges
on an Individual Case Basis will apply if the calling arrangements
are different than that the Telephone company would have provided
without such special arrangements . Originating calling permits the
origination of calls from the end user to the COL . Terminating
calling permits the termination of calls from the CDL to the end
user . Two-way calling permits either the origination or termination
of calls, but not simultaneously .

(5)

	

FGA, when being used in the terminating direction, is arranged with
dial tone start-dial signaling and dial pulse address signaling .
FGA, when being used in the terminating direction, may, at the option
of the customer, be arranged for Dual Tone Multifrequency (DTMF)
address signaling, subject to availability of equipment in the end
office from which FGA is provided . When FGA is provided in a Hunt
Group Arrangement or Uniform Call Distribution Arrangement, all FGA
will be arranged for the same type of signaling .
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No address signaling is provided by the Telephone Company when FGA is used
in the originating direction . Address signaling in such cases, if required
by the customer, must be provided by the end user using inband tone
signaling techniques . Such intend tone address signals will be subject to
the ordinary transmission capabilities of the Switched Transport provided .

(6)

	

FGA, when used in the terminating direction, may be used to access valid
NXXs in the FGA Access Area .

	

For FGA, the Access Area is defined as the
local calling area of the end office switch from which the FGA is provided .
The description of any specific FGA Access Area will be provided to the
customer upon request . Access is also provided for Extended FGA terminating
calls established on a la basis (i .e ., toll) outside the specific FGA Access
Area (i .e ., local calling area) however inside the LATA . When a FGA
customer chooses to terminate toll calls outside the LATA via an
Interexchange Carrier's Service li .e ., no screening or blocking performed
by customer), the rates and charges in 4 .5 .2 (N) (3) (b) apply.

	

The Telephone
Company may, at the customer's request, and depending on the technical
capabilities, screen and block such interLATA calls. Access is also
provided to local operator service (0- and 0+), directory assistance (411
and 555-1212), emergency reporting service (911), local telephone repair
(611), information services (e .g ., time and temperature) and IC services (by
dialing the appropriate digits) . The customer will be billed for an
operator surcharge as in the Telephone Company General and Local Tariffs,
for local operator assistance (0-) calls; certain community information
service calls ; directory assistance (411 and 555-1212) calls ; and customer
call charges in accordance with other IC tariffs in force when the Telephone
Company performs the billing for such customer calls .

Access to these services may, at the option of the customer, be blocked when
the Call Denial on Line or Hunt Group three digit or six digit dial code
screening arrangements are provided, subject to the availability of the
equipment in the end office from which FGA is provided . Call Denial on Line
or Hunt Group is an arrangement which will screen terminating calls except
calls to 411, 611, 911, 800, 555-1212, and a set of NXXs selected by the
customer, in cooperation with the Telephone Company for each end office
switch and route all other calls to reorder tone or recorded announcement .

Three digit dial code screening is an arrangement which will screen
terminating calls and allow completion of calls to one or more specific NXXa
(or all NXXs) within the Home NPA, or calls to one, two, or three digit
service codes (e .g ., 0, 411) and route all others to reorder tone or
recorded announcement .

Six digit dial code screening is an arrangement which will screen Access
Area terminating calls and allow completion of calls to selected NXXs within
foreign NPAs and route all other calls in the foreign NPA to reorder tone
or recorded announcement .

Kenneth Matzdorff
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(8)

	

FGA is provided on a single line basis .

	

FGA may, at the option of
the customer, be provided in a Hunt Group Arrangement or a Uniform
Call Distribution Arrangement . When FGA is provided with these
arrangements, the FGA may also, at the option of the customer, be
provided with a Nonhunting Number Arrangement . The Uniform Call
Distribution Arrangement and the Nonhunting Number Arrangement are
only available from certain Telephone Company end office switches .
All FGA in a Hunt Group Arrangement or Uniform Call Distribution
Arrangement with the Nonhunting Number Arrangement will be
similarly arranged .

(9)

	

A seven digit telephone number assigned by the Telephone Company
is provided for access to FGA in the originating direction . The
seven digit local telephone number will be associated with the
selected end office switch and is of the form NXX-XXXX . If the
customer requests a specific seven digit telephone number that is
not currently assigned and the Telephone Company can, with
reasonable effort, comply with that request, the requested number
will be assigned to the customer .

(10)

	

FGA is provided with basic testing at no additional charge .

	

Basic
tests include : loss, 3 tone slope, (C-message and C-notched), do
continuity and when applicable operational signaling .

(a)

	

Where Telephone Company equipment is available a seven digit
access number will be provided to the customer for testing in
the terminating direction . These access numbers shall
include : balance (100 type) test line, and milliwatt (102
type) test line .

Additional testing will apply as in 6 .6 when :

	

(a) the customer
requests a test not specified in the preceding ; (b) the test
requested is not essential to the ongoing maintenance of FGA ; or
(c) the customer requests testing on a more frequent basis than
scheduled for in the Telephone Company's Central Office Maintenance
Planning System (COMPS) . The Telephone Company will routinely
perform maintenance testing from the dial tone end office to the
customer's first point of switching .

(11)

	

(Reserved for Future Use)

(12)

	

When all FGA for an individual customer (a single line or entire
hunt group) is discontinued at an end office, a regular number
intercept announcement is provided . This arrangement provides, for
a limited period of time, an announcement that the service
associated with the number dialed has been disconnected .

Kenneth Matzdorff
President
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(13) FGA is provided with either Type B or Type C transmission
performance . The parameters associated with these performances are
guaranteed to the first point of switching . Type C transmission
performance is provided with Interface Arrangement 1 and Type B is
provided with Interface Arrangements 2 through 10 . In addition,
Data Transmission Parameters may, at the option of the customer,
be provided with FGA .
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(1)

	

FGB, when provided without the use of an access tandem switch (in
a directly routed arrangement), is provided at all Telephone
Company appropriately equipped electronic end office switches .
When provided via Telephone Company appropriately equipped
electronic access tandem switches, FGB End Office Services are
provided at all Telephone Company subtending end office switches
in the terminating direction and at appropriately equipped end
offices in the originating direction utilizing the end user access
code of 950-1/OXXX . For those subtending end offices that are not
appropriately equipped, access in the originating direction is
available by the end user access code of 1+950-1/OXXX .

FGB utilizes a two-point electrical communications path between the
Interface Arrangement and Common Line or a Special Access Line, as
in 4 .2 .1 (B), which is a voice grade transmission path comprised of
any form or configuration of plant capable of, and typically used
in the telecommunications industry for, the transmission of the
human voice and associated telephone signals within the frequency
bandwidth of approximately 300 to 3000 Hz .

(2)

	

FGB is provided as trunk-side switching through the use of end
office switch trunk equipment . The switch trunk equipment is
provided with wink start pulsing and answer and disconnect
supervisory signaling .

(3)

	

The Telephone Company will select the trunking arrangement from the
end office, within the selected Access Area from which FGB is to
be provided . If the customer orders an Automatic Number
Identification (ANI) Arrangement or Rotary Dial Station Signaling,
where available, special routing and trunking arrangements may be
required .

FGB is arranged for either originating, terminating, or two-way
calling based on the trunks or RHMC ordered . The Telephone Company
will determine the type of directional calling to be provided
unless the customer requests the option, Customer Specification o£
Switched Access Directionality as described in 4 .2 .5(H) . For such
specification, additional charges on an individual Case Basis will
apply if the calling arrangements are different from that the
Telephone Company would have provided without such special
arrangements . Originating calling permits the origination of calls
from the end user to the COL . Terminating calling permits the
termination of calls from the CDL to the end user . Two-way calling
permits either the origination or termination of calls, but not
simultaneously .

Kenneth Matzdorff
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(5)

	

FGB, when being used in the terminating and originating direction,
is provided with multifrequency address signaling . At the option
of the customer, up to 7 Digits Outpulsing of Access Digits to the
customer will be provided in the originating direction by the
Telephone Company equipment to the CDL where the FGB terminates .
Except for FGB provided with the ANT arrangement or Rotary Dial
Station Signaling as in 4 .2 .5 (M), any other address signaling in
the originating direction, if required by the customer, must be
provided by the end user using inband tone signaling techniques .
Such inband tone address signals will not be regenerated by the
Telephone Company and will be subject to the ordinary transmission
capabilities of the Switched Transport provided .

(6)

	

FGB, when being used in the terminating direction, may be used to
access valid NXXs in the FG8 Access Area .

	

If the FGB connection
is made directly to an end office the Access Area is that of that
end office only . If the FGB connection is made to an access tandem
the Access Area is that of all end offices subtending that access
tandem . The description of any FGB Access Area will be provided
to the customer upon request . Access is also available to
information services (e .g ., time and temperature) and IC services
by dialing the appropriate digits and other services when those
services can be reached using valid NXX codes . FGS, in the
terminating direction, may not be (T) switched to access another
Feature Group B, C, or D in the same LATA and (2) used to terminate
originating FCC or FGD calls . When a customer subscribes to both
FG8 and FGD at an equal access end office, all such FGB and FGD
usage terminating to that end office will be subject to end office
switching rates as set forth in 4 .5 .2 (N) (5) and 4 .6 .3 (C)

	

following .

(7) A separate trunk group will be established based on the
directionality (i .e_ originating only, terminating only, or
two-way traffic) of the FGB arrangement provided .

(e)

	

The access code for FGB is a uniform access code in the form of
950-1XXX or 950-OXXX . For end offices not appropriately equipped
an IC may instruct their end users to access the FG8 by dialing
1+950-1/OXXX .

(9)

	

FGB may, at the option of the customer, to arranged to provide an
ANT arrangement to obtain the calling station billing numbers . ANT
is not available if the FOE connection is at an access tandem . The
ANT arrangement provides seven digit calling station billing number
information to the CIL . In those situations where no billing
number is available in the end office switch, as with 4/e party
service, no seven digit number will be provided and an "operator
identification" information digit will be provided .

In those cases where an ANT failure has occurred in the end office
switch, no seven digit number will be provided, and an
"identification failure" information digit will be pro~a ~y,
will be available using multifrequency signaling prov''tletl~D92
Telephone Company . 91 _
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Rotary Dial Station Signaling will be made available in certain end
offices using dial repeating equipment provided by the Telephone
Company . The customer must order Switched Transport arranged to
pass the dial repeating signals . FGB is provided in directly
routed arrangements where the ANI or Rotary Dial Station Signaling
arrangements are provided .

Only calls from end users terminated on the end office switch will
be provided with the ANI or Rotary Dial Station Signaling
arrangements .

(10)

	

The Telephone Company will determine the end office ANI protocol
for FGB . The Telephone Company makes no guarantee that ANI will
be available at all end offices which have access to FGB .

(11)

	

FGB is provided with basic testing at no additional charge .

	

Basic
tests include : loss, 3 tone slope, (C-message and C-notched noise)
and where applicable, do continuity, signaling and balance testing .

(a)

	

Where Telephone Company equipment is available, a seven digit
access number will be provided to the customer for testing in
the terminating direction . These access numbers shall
include : balance (100 type) test line, milliwatt (102 type)
test line, data transmission (107 type) test line, loop
around test line, short circuit test line and open circuit
test line .

(b) Where Telephone Company equipment is available and the
customer is equipped with compatible remote office test
lines, FGB will be provided with automatic testing (105 type
or equivalent) in the originating direction .

Additional testing charges apply as in 6 .6 when :

	

(a) the customer
requests a test not specified in the preceding ; (b) the test
requested is not essential to the ongoing maintenance of FGB ; or
(c) the customer requests testing on a more frequent basis than
scheduled in the Telephone Company's Central office maintenance
Planning System (COMPS) . The Telephone Company will routinely
perform maintenance testing from its access tandem or end office
(if direct routed) to the customer's first point of switching .
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(13)

	

When all FGB is discontinued at an end office and/or in an Access
Area, a regular number intercept announcement is provided . This
arrangement provides, for a limited period of time, an announcement
that the FOE associated with the number dialed has been
disconnected .

(14) FGB is provided with either Type B or Type C transmission
performance . The parameters associated with these performances are
guaranteed to the end office, when routed directly, or to the first
point of switching, when routed via an access tandem . Type C
transmission performance is provided with Interface Arrangement 1
and Type B is provided with Interface Arrangements 2 through 10 .
In addition, Data Transmission Parameters may, at the option of the
customer, be provided with FGB .

(15)

	

FGB may at the option of the customer and with the concurrence of
the Telephone Company, be provided with Alternate Traffic Routing .
This arrangement, as shown in 4 .2 .5(A), delivers originating
traffic from an end office over a designated trunk group to the
CDL . When that trunk group is fully loaded, additional originating
traffic is automatically delivered over one or more designated
trunk groups to one or more CDLs .

Kenneth Matzdorff
President
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(1)

	

FCC is provided at all Telephone Company end office switches or
Telephone Company designated access tandem switches . FCC is
available at an end office switch unless FGD is provided in the
same office . When FGD is available, FCC will be discontinued as
soon as the conversion to FGD can be arranged .

FCC utilizes a two-point electrical communications path between the
Interface Arrangement and Common Line or Special Access Line which
is a voice grade transmission path comprised of any form or
configuration of plant capable of, and typically used in the
telecommunications industry for, the transmission of the human
voice and associated signals within the frequency bandwidth of
approximately 300 to 3000 Hz .

(2)

	

FCC is provided as trunk-side switching through the use of end
office switch trunk equipment . The switch trunk equipment is
provided with answer and disconnect supervisory signaling . Wink
start pulsing signals are provided in all offices where available .
In those offices where wink start pulsing signals are not available,
delay dial start pulsing signals will be provided .

(3)

	

The Telephone Company will select the trunking arrangement from the
end office within the selected Access Area from which FCC is to be
provided . If the customer orders an ANI arrangement or Service
Class Routing Arrangement, special routing and trunking
arrangements may be required .

(4)

	

FCC is arranged for either originating calling only, terminating
calling only, or two-way calling based on the trunks or BHMC
ordered . The Telephone Company will determine the type of
Directional calling to be provided unless the customer requests the
option, Customer Specification of Directionality as described in
4 .2 .5(x) . For such specification, additional charges on an
Individual Case Basis will apply if the trunk group Routing
arrangements are different from that the Telephone Company would
have provided without such special arrangements . Originating
calling permits the origination of calls from the end user to the
CDL . Terminating calling permits the termination of calls from the
CDL to the end user . Two-way calling permits either the
origination or termination o£ calls, but not simultaneously .

Kenneth Matzdorff
President
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(5)

	

FGC is provided with multifrequency address signaling except in
certain electromechanical end office switches where multifrequency
signaling is not available . In such electromechanical end office
switches, the address signaling will be dial pulse or revertive
pulse signaling, whichever is available . Dial pulse address
signaling may, at the option of the customer, be provided in lieu
of multifrequency address signaling if such signaling facilities
are available in the end office . Up to twelve digits of the called
party number dialed by the customer's end user will be provided by
Telephone Company equipment to the CDL where the FGC terminates .
Such called party number signals will be subject to the ordinary
transmission capabilities of the Switched Transport provided .

(6)

	

FGC, when being used in the terminating direction, may be used to
access NXXs in the FGC Access Area .

	

I£ the FGC connection is made
directly to an end office the Access Area is that of that end
office only . If the FGC connection is made to an access tandem the
Access Area is that of all end offices subtending that access
tandem . The description of any FGC Access Area will be provided
to the customer upon request . Access is also available to
Directory Assistance and other services (by dialing the appropriate
codes) when the services can be reached using valid NXX codes .

(7) A separate trunk group will be established based on the
directionality (i .e ., originating only, terminating only, or
two-way traffic) of the FGC arrangement provided .

(8)

	

No access code is required for FGC . In certain locations, due to
Central Office equipment limitations, two or three digit access
codes may be used .

	

The telephone number dialed by AT&TC's end user
shall be a seven or ten digit number for calls in the North
American Numbering Plan (NANP) . For international calls outside the
NANP, a five to twelve digit number may be dialed . The form of the
numbers dialed by AT&TC's end user is NXX-X)=, 0 or 1 + NXX-XXXX,
NPA + NXX-XXXX, 0 or 1 + NPA + NXX-XXXX, and, when the
International Direct Distance Dialing Arrangement (IDDD) is
provided, 01 + CC + NN or 011 + CC + NN .

(9)

	

FGC may, at the option of the customer, be arranged to provide an
ANT arrangement to obtain the calling station billing number . The
ANI arrangement provides seven digit station billing number
information to the COL . In those situations where no billing
number is available in the end office switch, as with 4/e party
service, no seven digit number will be provided and an "operator
identification" information digit will be provided.

XAPR
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In those cases where an ANI failure has occurred in the end office
switch, no seven digit number will be provided and an
"identification failure" information digit will be provided . ANI
will be made available using multifrequency signaling provided by
the Telephone Company .

FGC is provided in directly routed arrangements to the end office
switch where the ANI arrangement is provided . The Telephone Company
will determine the end office ANI protocol for FGC .

Only calls from end users terminated on the end office switch will
be provided with the ANI arrangement . ANI is provided from end
offices for which Telephone Company recording for end user billing
is not provided, or where it is not required, as with 900 Service .
It is not provided from end offices for which the Telephone Company
needs to forward ANI to its recording equipment .

(10) FGC may, at the option of the customer, be arranged for
International Direct Distance Dialing (IDDD) arrangement in the
originating direction . The end office switches or access tandem
switches which are equipped for IDDD will be designated by the
Telephone Company . The CDL must be equipped to receive the IDDD
supervisory and address signals and the CDL must provide operator
assistance to the end users if necessary to obtain the IDDD address
signals once the CDL acknowledges it is ready to receive IDDD
address signals .

(11) (Reserved for Future Use)

(12) (Reserved for Future Use)
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(13)

	

FGC is provided with basic testing at no additional charge .

	

Basic
tests include : loss, 3 tone slope, (C-message and C-notched), and
where applicable, signaling and balance testing .

(a)

	

Where Telephone Company equipment is available, a seven
digit access number will be provided to the customer for
testing in the terminating direction . The access number
shall include : balance (100 type) test line, milliwatt (102
type) test line, automatic transmission measuring (105 type)
test line, data transmission (107 type) test line,
nonsynchronous or synchronous test line, loop around test
line, short circuit test line and open circuit test line .

(b) Where Telephone Company equipment is available and the
customer is equipped with compatible equipment (remote
office test lines and 105 test lines with associated
responders or their functional equivalent), FGC will be
provided with automatic testing .

(c)

	

At the option of the Telephone Company, cooperative testing
may be provided in lieu of automatic testing . Cooperative
testing is where the Telephone Company provides a technician
at its office(s) and the customer provides a technician at
its CDL, with suitable test equipment to perform the
required tests . The Telephone Company will routinely
perform maintenance testing from its access tandem or end
office (if direct routed) to the customer's first point of
switching .

Additional testing charges will apply as in 6 .6 when : (a) the
customer requests a test not specified in the preceding ; (b) the
test requested is not essential to the ongoing maintenance of FGC ;
or (c) the customer requests testing on a more frequent basis than
scheduled in the Telephone Company's Central Office Maintenance
Planning System (COMPS) .

(14)

	

FGC may, at the option of the customer, be provided with Alternate
Traffic Routing .

	

This arrangement, as shown in 4 .2 .5 (A), delivers
originating traffic from an end office over a designated trunk
group to the COL . When that trunk group is fully loaded,
additional originating traffic is automatically delivered over one
or more designated trunk groups to one or more CDLs .

(15)

	

FGC may, at the option of the customer, be provided with a Service
Class Routing Arrangement . This arrangement allows originating
traffic to be delivered over selected trunk groups to specified CDL
based on service prefix (e .g ., 0-, 0+, 1+, 01, 011) ; service class
codes (e .g ., 700, 800, 900) ; or end user originating line class of
service (e .g ., coin, multiparty, hotel/motel) .
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(17)

	

FGC may, at the option of the customer, be provided with a Trunk
Access Limitation Arrangement in all Telephone Company end offices .
This arrangement provides for the routing of designated (e .g ., 900
Service Code) originating calls to a specified number of
transmission paths in a trunk group to the CDL in order to limit
the amount of such traffic that can be completed .
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(18) FGC is provided with the following features in the originating
direction for operator assistance services . FGC may require the
routing by Service Class Routing Arrangement as in 4 .2 .4(D) (15) .

(a)

	

Operator Assistance-Coin Control Arrangements for Telephone
Company end offices where eauipment is available - Such
arrangements provide coin return control and routing of 0+,
0-, O1+ and 011+ prefixed originating calls to the COL . The
operator services system arrangement for receipt of 0+, 0-,
1+, O1+ and 011+ calls may, at the option of the customer, be
provided with the ANI arrangement . The cord board
arrangement for receipt of 0- originating calls is not
provided with ANI . FGC is provided in a directly routed
arrangement where the Operator Assistance-Coin Control
arrangement is provided . Only calls from coin station lines
terminated on the end office switch where the Operator
Assistance-Coin Control Arrangement is provided will be
provided to the COL .

(b) Operator Assistance-Noncoin Arrangements in all Telephone
Company end offices - Such arrangements provide routing of
0+, 0-, 1+, 01+, and 011+ prefixed originating calls to the
COL . This arrangement for receipt of 0+, 0-, 1+, 01+, and
011+ originating calls may, at the option of the customer, be
provided with the ANI arrangement .

The cord board arrangement for receipt of 0- originating
calls is not provided with ANI . FGC is provided in a
directly routed arrangement where the Operator
Assistance-Noncoin Arrangement is provided . Only calls from
end users terminated on the end office switch where the
operator Assistance-Noncoin Arrangement is provided will be

(c)

features described in (a) and (b) .

(19) FGC is provided with either Type B or Type C transmission
performance as follows : a) when routed directly to the end office,
either Type B or Type C is provided ; b) when routed to an access
tandem, only Type B is provided ; or c) Type B or Type C is provided
on the transmission path from the access tandem to the end office .
Type C transmission performance is provided with interface
Arrangement 1 when routed directly to an end office . Type B is
provided with Interface Arrangements 2 through 10 whether routed
directly to an end office or to an access tandem . In addition,
Data Transmission Parameters may, at the option of the customer,
be provided with FGC .

	

F1 LE
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(1) FGD is provided at Telephone Company appropriately equipped
electronic end office switches .

FGD utilizes a two-point electrical communications path between the
Interface Arrangement and Common Line,or Special Access Line which
is a voice grade transmission path comprised of any form or
configuration of plant capable of, and typically used in the
telecommunications industry for, the transmission of the human
voice and associated telephone signals within the frequency
bandwidth of approximately 300 to 3000 Hz .

SS7 Out of Band Signaling for FGD is provided at suitably equipped
Telephone Company end office or access tandem switches .

(2)

	

FGD is provided as trunk-side switching through the use of end
office or access tandem switch trunk equipment . The switch trunk
equipment is provided with answer and disconnect supervisory
signaling and wink start pulsing signals except when SS7 Out of
Band Signaling is specified .

(4)

	

FGD is arranged for either originating calling only, terminating
calling only, or two-way calling and based on the trunks or BHMC
ordered . The Telephone Company will determine the type of
directional calling to be provided unless the customer orders an
Operator Assistance Full Feature Arrangement or requests the
option, Customer Specification of Switched Access Directionality
as described in 4 .2 .5(x) . For such arrangements, additional
charges on an Individual Case Basis will apply if the trucking
arrangements are different from that the Telephone Company would
have provided without such special arrangements . Originating
calling permits the origination of calls from the end user to the
CDL . Terminating calling permits the termination of calls from the
CDL . Two-way calling permits either the origination or termination
of calls, but not simultaneously .

(5)

	

FGD is provided with multifrequency address signaling or SS? Out
of Band Signaling . Up to twelve digits of the called party number
dialed by the end user will be provided by Telephone Company
equipment to the CDL where the FGD terminates . Such address
signals will be subject to the ordinary transmission capabilities
of the Switched Transport provided .

FILE
95-163
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The Telephone Company will select the trunking arrangement from the
end office, within the selected Access Area from which FGD is to
be provided .
Identification

If the customer orders an Automatic
(ANI) Arrangement, Alternate Traffic

Number
Routing

Arrangement, Service Class Routing Arrangement, Trunk Access
Limitation Arrangement, or Operator Assistance Full Feature
Arrangement, special routing and trunking arrangements may be
required .
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(6)

	

FGD, when being used in the terminating direction, may be used to access
valid NXXs in the FGD Access Area . If the FGD connection is made directly
to an end office the Access Area is that of chat end office only . If the
FGD connection is made to an access tandem, the Access Area is all end
offices subtending that access tandem chat have FGD capabilities . When the
customer wants access to all end offices subtending that access tandem (both
equal access and non equal access) a single FGD trunk group may be used .
Traffic terminating at a non equal access end office using a FGD trunk group
will be ordered as FGB or FGC and billed at FGB or FGC rates . Separate
trunk groups for the combined use of FGD and FGB or FGD and FGC are not
required . The description of any FGD Access Area will be provided to the
customer upon request . FGD may also be used in the terminating direction
to access information services (e .g ., time and temperature) and other
services by dialing the appropriate codes when the services can be reached
using valid NXX codes.

(7)

	

A separate trunk group will be established based on directionality (i .e .,
originating only, terminating only, or two-way traffic) of the FGD
arrangement provided .

(S)

	

The access code for FGD is a uniform access code of the farm 10=. No
access code is required if the end user's Telephone Company local service
is arranged for Primary Interexchange Carrier (PIC) arrangement as in 6 .5
to the same customer . The number dialed by the end user shall be a seven
or ten digit number for calls in the North American Numbering Plan (NANP) .
For international calls outside the NANP, a five to twelve digit number may
be dialed . The form of the numbers dialed by the end users is NXX-XXXX, 0
or 1 + NXX-XXXX, NPA + NXX-XXXX, 0 or 1 + NPA + N%X-BXXX, and, when the
international Direct Distance Dialing Arrangement (IDDD) is provided, 01 +
CC + NN or 011 + CC + NN . When the 10XXX access code is used, FGD also
provides for dialing the digit 0 for access to the customer's operator, or
the end-of-dialing digit (#) for cut-through access to the CDL . FGD also
provides for the dialing of digits 00 for access on a non-DUD basis to the
customer's operator when the end user's service is designated to the
customer as in 6 .5 and 4 .2 .5(V) . A single access code will be the assigned
number for all FGD provided to the customer by the Telephone Company.

FGD, provided with multifrequency address signaling or SS7 Out of Band
Signaling, is arranged to receive address signaling through the use of Dual
Tone Multifrequency (DTMF) or dial pulse address signaling from the end
user .

(9)

	

FGD may, at the option of the customer, be arranged to provide ANI
arrangement to obtain the calling station billing number . The ANI
arrangement provides ten digit station billing number information to the
CDL. When SS7 Out of Band Signaling is specified, the customer may obtain
an ANI equivalent by ordering the Charge Number optional feature as
described in 4 .2 .5(A)(D) . In those situations where no billing number is
available in the end office switch, as with 4/9 party service, no ten digit
number will be provided, only the area code and an -operator identification"
information digit will be provided .

APR 119963
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FGD (Cont'd)

FACILITIES FOR INTRASTATE ACCESS

(9) (Cont'd)

In those cases where an ANI failure has occurred in the end office
switch, no ten digit number will be provided, and an
"identification failure" information digit will be provided . ANT
will be made available using multifrequency signaling provided by
the Telephone Company .

Dependent upon the group type, the ANI spill may be forwarded prior
to the called number in appropriately equipped end offices . When
the ANI spill is sent prior to the called number, ten digits will
be forwarded (NPA + NXX-XXXX) . When the ANI spill is sent after
the called number, the conventional seven digits will be forwarded .
The Telephone Company will determine the sequencing and protocol
of the ANI spill and called number .

(10) FGD may, at the option of the customer, be arranged for the
International Direct Distance Dialing (IDDD) Arrangement in the
originating direction . The end office switches or access tandem
switches which are equipped for IDDD will be designated by the
Telephone Company . The CDL must be equipped to receive the IDDD
supervisory and address signals and the CDL must provide operator
assistance to the end users if necessary to obtain the IDDD address
signals once the CDL acknowledges it is ready to receive IDDD
address signals .

FGD may also be arranged to forward the international calls of one
or more international carriers to the customer . This arrangement
requires verification by the Telephone Company that the customer
is authorized to forward such calls .

(11)

	

(Reserved for Future Use)

(12)

	

(Reserved for Future Use)

Kenneth Matzdorff
President
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(13)

	

POD is provided with basic testing at no additional charge .

	

Basic
tests include : loss, 3 tone slope, (C-message and C-notched), and
where applicable, signaling and balance testing .

(a)

	

where Telephone Company equipment is available, a seven
digit access number will be provided to the customer for
testing in the terminating direction . These access numbers
shall include : balance (100 type) test line, milliwatt (102
type) test line, nonsynchronous or synchronous test line,
automatic transmission measuring (105 type) test line, data
transmission (107 type) test line, loop around test line,
short circuit test line and open circuit test line . Access
to test lines by other than seven digits is at the option of
the Telephone Company and may vary in availability .

(b) Where Telephone Company equipment is available and the
customer is equipped with compatible equipment (remote
office test lines and 105 test lines with associated
responders or their functional equivalent), FGD will be
provided with automatic testing .

(c)

	

At the option of the Telephone Company, cooperative testing
may be provided in lieu of automatic testing . Cooperative
testing is where the Telephone Company provides a technician
at its office(s) and the customer provides a technician at
its CDL, with suitable test equipment to perform the
required tests . The Telephone Company will routinely
perform maintenance testing from its access tandem or end
office (if direct routed) to the customer's first point of
switching . Additional testing charges will apply as in 6 .6
when : (a) the customer requests a test not specified in the
preceding ; (b) the test requested is not essential to the
ongoing maintenance of FGD ; or (c) the customer requests
testing on a more frequent basis than scheduled in the
Telephone Company's Central Office Maintenance Planning
System (COMPS) .

(d)

	

when FGD or 800 SAC Access service with SS7 Out of Band
Signaling is ordered, network compatibility and other
operational tests will be performed cooperatively by the
Telephone Company and the customer at locations, dates, and
times as specified by the Telephone Company in consultation
with the customer . These tests are as specified in Bellcore
Technical Reference Publication TR-TSV-000905 . Successful
completion is necessary to receive the SS7 signaling option .
To protect the security of the SS7 network, certain of the
information provided, i .e ., point codes, by the Telephone
Company to the customer will be subject to a nondisclosure
agreement .

Kenneth Matzdorff
President

Peculiar, Missour :
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MISSOURIPublic Service Commission
(14)

	

FGD may, at the option of the customer, be provided with Alternate
Traffic Routing .

	

This arrangement, as shown in 4 .2 .5 (A), delivers
originating traffic from an end office over a designated trunk
group to the COL . When that trunk group is fully loaded,
additional originating traffic is automatically delivered over one
or more designated trunk groups to one or more CDLs .

(15)

	

FGD may, at the option of the customer, be provided with a Service
Class Routing Arrangement . This arrangement allows originating
traffic to be delivered over selected trunk groups to specified
CDLs based on service prefix code (e .g ., 0-, 0+, 1+, 01, 011) ;
service class codes (e .g ., 700, 800, 900) ; or end user originating
line class of service (e .g ., coin, multiparty, hotel/motel) .
Service classes of traffic unable to be served by a customer will
be handled at the option of the Telephone Company.

(16)

	

(Reserved for Future Use)

RECEIVED
FEB

	

7 1996

(17)

	

FGD will be arranged to accept calls from Telephone Company local
service without the 10XXX uniform access code . Each Telephone
Company local service will be marked to identify which 10XXX code
its calls will be directed to for InterLATA Area service .

(18)

	

FGD may, at the option of the customer, be provided with a Trunk
Access Limitation Arrangement . The Trunk Access Limitation
Arrangement provides for the routing of designated (e .g ., 900
Service class code) originating calls to a specified number of
transmission paths in a trunk group .

Kenneth Matzdorf£
President

Peculiar, Missouri
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(19) POD may, at the option of the customer, be provided with an

operator Assistance Full Feature Arrangement . This arrangement
provides, to the customer operator, the initial coin control
function . FGD is provided in a directly routed arrangement from
the end office switch when this feature is provided . This feature
may require the routing by Service Class Routing Arrangement, in
(15) . The coin collection and return protocol required by the
customer must be compatible with Telephone Company equipment .
Offering of this feature is contingent upon suitable administrative
procedures/agreements for coin services being negotiated between
the customer and the Telephone Company .

	

This option is unavailable
in conjunction with SS7 Out of Band Signaling .

(20)

	

FGD is provided with either Type A, Type S, or Type C transmission
performance as follows : a) when routed directly to the end office,
either Type B or Type C is provided ; b) when routed to . an access
tandem, only Type A is provided ; c) Type A is provided on the
transmission path from the access tandem to the end office . Type
C transmission performance is provided with Interface Arrangement
1 . Type A and Type B are provided with Interface Arrangements 2
though 10 . In addition, Data Transmission Parameters may, at the
option of the customer, be provided with FGD .

(21) FGD trunking arrangements are available with two basic forms of
signaling protocol . The standard signaling protocol provided with
FGD is Overlap Outpulsing . At the option of the customer, where
technically available FGD may be provided with Non-Overlap
Outpulsing signaling protocol .

Kenneth Matzdorff
President

Peculiar, Missouri
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(1)

	

Service Access Code (SAC) Access Service is provided at Telephone
Company appropriately equipped end offices or tandem switches .

(2)

	

Originating SAC Access Service is a trunk side switched service
that is available to the customer via SAC Access Service trunk
groups . The appropriate Customer Identification Function, in
4 .2 .11 and 4 .2 .12, must be ordered in conjunction with each SAC
Access Service trunk group . SAC Access Service traffic at the
option of the customer can be carried on the same group with
non-SAC Access traffic .

(3)

	

When a 1+N00-NXX-XXXX call is originated by an End User, the
Telephone Company will perform the selected Customer Identification
Function based upon the dialed digits to determine the disposition
of the call . If the call originates from an end office not
equipped to provide the Customer Identification Function, the call
will be routed to an office where the function is available . Once
the Customer Identification Function has been performed, the call
will be routed to the customer .

(4)

	

The manner in which SAC Access Service is provided is dependent on
the status of the end office from which the service is provided
(i .e ., equipped with equal access or not equipped with equal access
capabilities) . When SAC Access Service is provided from an end
office equipped with equal access capabilities, all such service
will be provisioned in accordance with the technical
characteristics available with FGD except when more than one tandem
is employed in the transport of a SAC Access Service call .

When SAC Access Service is provided from an end office not equipped
with equal access capabilities, such service will be provisioned
in accordance with the technical characteristics available with FGC
or POD. In either case, when more than one tandem is employed in
the transport of a SAC Access service call, Standard Transmission
characteristics are not guaranteed .

(5)

	

For other than FGC, end offices that lack equal access or the
Customer Identification Function capabilities, may only be served
via an equal access tandem over FGD trunks or SAC Access Service
trunk groups . For FGC, SAC Access Service can be provided through
an existing trunk group or separate FGC trunk group which handles
SAC Access Service . SAC Access service from an access tandem, with
both equal and nonequal access end offices, can be combined on a
single FGD trunk group to the COL . SAC Access Service from an
access tandem with non-equal access end offices can be provided on
a FGC trunk group . FILED

Kenneth Matzdorff
President

Peculiar, Missouri
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(6)

	

9oO SAC Access service originating from equal access end offices
with the 900 Customer Identification Function described in 4 .2 .12,
may be provided using exchange access signaling with overlap
outpulsing and ten digit ANI .

	

800 SAC Access Service originating
from equal access end offices with the 800 Customer Identification
Function described in 4 .2 .11 may be provided using exchange access
signaling without overlap outpulsing and with ten digit ANI . SAC
Access Service originating from equal access end offices without
the Customer Identification Function capabilities, or from end
offices not having equal access capability, may be provided using
conventional signaling . On traffic using conventional signaling,
other than FGC, the customer's facilities shall provide off hook
supervision upon receipt of the transmitted digits .

SAC Access Service may also be provided with SS7 Out of Band
Signaling from suitably equipped end office or access tandem
switches .

(7)

	

For SAC Access Service traffic originating from equal access end
offices with the Customer Identification Function capabilities, FGD
parameters as specified in 4 .2 .4(E)(1),(2),(3),(5),(9,) (13), (14),
(18),(20) apply .

For SAC Access Service traffic, other than 800 SAC Access,
originating from all other end offices, FGC parameters as specified
in 4 .2 .4(D)(1),(2),(3),(5),(9),(13),(14),(17),(19) apply .

Telephone Company switch and customer premise interface as set
forth in 4 .2 .3 for FGD also apply to SAC Access Service .

Kenneth Matzdorff
President

Peculiar, Missouri

FILED

JPR 11996

-1 63
MO. PIIBIfC SERVICE COMM

Effective : April 1, 1996



CASS COUNTY TELEPHONE

	

PSC MO . NO . 2
Original Sheet 105

SWITCHED ACCESS (Cont'd)

Description of Switched Access (Cont'd)

FACILITIES FOR INTRASTATE ACCESS

4 .2 .5

	

Bud Office services Optimal A

The following optional arrangements are available
conditions permit . The Telephone Company makes no
available in all locations .

(A)

	

Alternate Traffic Noatinn

Kenneth Matzdorff
President

Peculiar, Missouri

FEB 71995

Unless otherwise noted, these Bud Office Service$ Optional Arrangements are nonchargeable .

Na9SECUIil
in offices ere t ,equ~ppe `

	

m
guarantee 4fV1 4ae

	

F

	

rp~ Senate

This option provides the capability of directing originating traffic from a end office (or
appropriately equipped access tandem) v a truck group (the -high usage- group) to a ML until
that group is fully loaded . and then delivering additional originating traffic (the -overflowing-
traffic) from the same end Office or access tandem to a different trunk group or group. (via one
or more intermediate high usage groups) to one or more CDLa until the originating traffic is
directed to a final group . The customer Shall specify the last trunk CCS desired for the high
usage group and each intermediate group .

This option is provided in suitably equipped end office or access tandem switches and is available
with PUB, tGC, and PGD .

This option provide . the automatic transmission o£ a seven or ten digit number and information
digit to the OIL for calls originating in the Access Area to identify the calling station . The
ANI arrangement will be associated with all individual transmission paths in a trunk group when
this arrangement is provided .

The seven digit MI telephone number i available with Me and FGC .

	

It rill he transmitted on all
call . except those identified as a multiparty line or ANI failure . The ten digit ANI telephone
number is only available with FGD . When PGD with SS7 Out of Band signaling is specified, the
customer may order an ANI equivalent by ordering the Charge Number optional feature as described
in 4 .2 .5 (A) (D) .

	

Me ten digit Asl telephone number consists of the Numbering Plan Area (NPA) plus
the seven digit MI telephone number . The ten digit MI telephone number will be transmitted an
all calls except those identified as a multiparty line or ANI failure in which . . . a only the NPA
will be transmitted (in addition to the information digit described below) . The MI telephone
number is the listed telephone number of the end user that originates the call .

With FGC, ANI is provided from end offices at which the Telephone company recording for end user
billing is not provided, or where is is nor required, as with 800 Service . It i not provided
from end offices for which the Telephone company needs to forward ANI to its recording equipment .

Where ANI cannot be provided (e .g ., on calls from 2 (in some instances) 4, and 8 party services)
information digits will be provided to the customer . The information digits are used in the
following situations :

Telephone number is the station billing number - no special treatment is required .

ME D1
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Multiparty line telephone number is a 2 (in some instances), 4, or
8 party line and cannot be identified - number must be obtained via
an operator or in some other manner .

(3)

	

ANI failure has occurred in the end office switch which prevents
identification of calling telephone number - number must be
obtained by operator or in some other manner .

(4)

	

(Reserved for Future Use)
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(5)

	

he configuration of the line requires special screening or handling
by the customer, or

(6)

	

Call is an Automatic Identified Outward Dialed (AIOD) call from end
user terminal equipment .

These ANI information digits are available with FGe, FGC, and FGD only .
In addition, the following information digits are available with FGD only :

(a)

	

InterLATA Area restricted - telephone number is identified line .

(b)

	

InterLATA Area restricted - line requires special screening or
handling by the customer .

These information digits will be transmitted as agreed to by the customer
and the Telephone Company .

This option is provided in conjunction with FGA and allows for the
screening of terminating calls within the FGA Access Area, and for
completion only of calls to 411, 611, 911, 800, 555-1212, and a specified
set of NXX codes within the FGA Access Area . The set of NXX codes to
which calls will be completed is selected by the FGA customer, in
cooperation with the Telephone Company, from those NXX codes within the
local calling area of the end office where the FGA connection is provided .
All other calls are routed to a reorder tone or recorded announcement .
This arrangement is provided at no charge in Telephone Company end
offices, where available .

Kenneth Matzdorff
President

Peculiar, Missouri
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InterLATA Call Denial on Line or Hunt Group Pubf Senr(ce Varnm!SS1lon
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FACILITIES FOR INTRASTATE ACCESS

This option allows for the screening of terminating calls and for
completion only of calls within the LATA . All other calls are routed to
an appropriate access announcement . Specifically, this option would block
terminating calls to the following :

InterLATA, dialed as either 7D, IOD, 1+7D, 1+1OD, 950-XXXX IOXXX+7D
or 1OXXX+10D .
Service Access Codes (700, 800 and 900) .
International, dialed as either 011 or 01 .
Operator, dialed as either 0+, 0- or 00 .

This arrangement is provided in Telephone Company end offices, where
available . It is available with FGA at rates and charges in section
4 .5 .2(B) . Blocking of the 800 Service Access Code may not be available
in all end offices where this arrangement is otherwise available .

FEB

	

7 19?-0

This option allows for the screening of terminating calls and for
completion only of calls within the Access Area . All other calls are
routed to an appropriate access announcement . Specifically, this option
would block terminating calls to the following :

Outside the Access Area, dialed as either 7D, 10D, 1+7D, 1+10D,
950-XXXX, 1OXXX+7D or 1OXXX+IOD .
Service Access Codes (700, 800 and 900) .
International, dialed as either 011 or 01 .
Operator, dialed as either 0+, 0- or 00 .

This arrangement is provided in Telephone Company end offices, where
available . It is available with FGA at rates and charges in Section
4 .5 .2 (B) . Blocking of the 800 Service Access Code may not be available
in all end offices where this arrangement is otherwise available .

Kenneth Matzdorff
President

Peculiar, Missouri
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Dual Tone Multifreguency Address Signaling

This option allows reception of called party address signals from the
customer in the form of Dual Tone Multifrequency (DTMF) signals . It is
provided in all Telephone Company end offices where available . When FGA
arrangements are provided as part of a hunt group or uniform call
distribution group, and the customer requires DTMF address signaling, then
all arrangements in the hunt group or uniform call distribution group will
be so equipped . It is available with FGA .

(G)

	

Hunt Group Arrangement

(1)

	

This option provides the ability to sequentially access one of two
or more line side connections in the originating direction, when
the access code of the line group is dialed . It is available with
FGA . This arrangement contemplates one access code (i .e .,
telephone number) per arrangement .

(2)

	

This option provides the ability to sequentially access one of two
or more lines in the terminating direction, when the hunting number
of the line group is forwarded from the customer to the Telephone
Company .

(H)

	

Customer Specification of Switched Access Directionality

This option allows the customer to specify the directionality of the trunk
group (i .e ., originating, terminating, or two-way) in lieu of Telephone
company specification . It is available with all Feature Groups . Rates
and charges will be developed on an Individual Case Basis .

Kenneth Matzdorff
President

Peculiar, Missouri
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This option allows for POD end offices or access tandem switches equipped
for International Direct Distance Dialing to be arranged to route
originating international calls to a customer other than the one
designated by the end user either through presubscription or IOXXX
dialing . This arrangement requires provision of written verification to
the Telephone Company that the customer is authorized to forward such
calls . The written verification must be in the form of a letter of agency
authorizing the customer to order the option on behalf of the
international carrier . This option is only provided at Telephone Company
end offices or access tandems equipped for International Direct Distance
Dialing .
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SWITCHED ACCESS (Cont'd)

4 .2

	

Description of Switched Access (Cont'd)
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End Office Services Optional Arrangements (Cont'd)

(J)

	

Nonhun ing Number for

	

with Hun Group Arrangement

Issued : February 7, 1996

FACILITIES FOR INTRASTATE ACCESS

(L)

	

Operator Assistance Full Feature Arrangement

(M)	RotarvDial Station Signaling

(N)	Service Class Routing

(0)	Service Code Denial on Line or Hunt Group

Kenneth Matzdorff
President

Peculiar, Missouri
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This option provides an arrangement for an individual line within a
multiline hunt group that provides access to that line within the hunt
group when it is idle or provides busy tone when it is busy, when the
nonhunting number is dialed . Where available, this arrangement is
provided with originating use for FGA or terminating use for Special
Access Lines .

Nonhunting Number for Use with Uniform Call Distribution Arrangement

This option provides an arrangement for a uniform call distribution
multiline hunt group that provides access to an individual line within the
hunt group when it is idle or provides busy tone when it is busy, when the
nonhunting number is dialed . Where available, this arrangement is
provided with originating use for FGA and terminating use for Special
Access Lines . It can only be provided from suitably equipped stored
program controlled switches .

This option, which is available only on a direct trunking arrangement,
provides the initial coin return control function to the customer's
operator . It is available with FGD . Rates and charges will be developed
on an Individual Case Basis . This option is unavailable in conjunction
with SS7 Out of Band Signaling .

This option provides for the transmission of called party address
signaling from rotary dial stations to the CDL, for originating calls .
It is available with FGB where conditions permit .

This option provides the capability of directing originating traffic from
an end office to a CDL, based on the service prefix code (e .g ., 0+ or O1+)
or service class code (e .g ., 600, 700, 800 or 900) . It is provided in
suitably equipped end office or access tandem switches and is available
with FGC and FGD . Originating 800-NXX-XXXX calls are routed in accordance
with the 800 Customer Identification Functicn as described in 4 .2 .11 .

This option allows for the screening of terminating calls within the
Access Area and for disallowing completion of calls to 0- and Nll (e .g .,
411, 611 and 911) . Where available this arrangement is provided in
Telephone Company end offices . It is available with FGA and can only be
provided from suitably equipped stored program controllet-ItEr, .
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Description of Switched Access (Cont , d)

4 .2 .5

	

End office Services optional Arrangements (Cont'd)

(P)

	

Trunk Access Limitation

Issued : February 7, 1996

FACILITIES FOR INTRASTATE ACCESS

(R)

	

Up to 7 Digit Outoulsing of Access Digits to the Customer

(S)	BandAdvance Arrangement

Kenneth Matzdorff
President

Peculiar, Missouri
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This option, where available, provides for the routing of originating 900
or 900 like Service calls to a specified number of transmission paths in
a trunk group, in order to limit (choke) the completion of such traffic
to a customer . Calls to the designated service which could not be
completed over the subset of transmission paths in the trunk group (i .e .,
the choked calls) would be routed to reorder tone . It is available with
FGC and FGD .

This option provides a type of multiline hunting arrangement which
provides for an even distribution of calls among the available lines in
a hunt group . Where available, this arrangement is provided with
originating use for FGA and terminating use for Special Access Lines .

This option provides for the end office capability of providing up to 7
digits of the access code to the CDL . The customer can request that only
some of the digits in the access code be forwarded . The access code
digits would be provided to the CDL using multifrequency signaling, and
transmission of the digits would precede the forwarding of ANT if that
arrangement was provided . It is available with FOR in suitably equipped
end offices .

This arrangement is available for Special Access Lines used with a
Switching Interface . This option, which is provided in association with
two or more groups, provides for the automatic overflow of terminating
calls from a line group, that has exceeded its call capacity, to another
line group with equal or a greater number of bands than that of the
overflowing line group . This arrangement does not provide for call
overflow from a group with a higher designation to one with a lower band
designation .
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Description of Switched Access (Cont'd)
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issued : February 7, 1996

FACILITIES FOR INTRASTATE ACCESS

(T)

	

(Reserved for Future Use)

(V)

	

Switched Access Interface

Kenneth Matzdorff
President

Peculiar, Missouri
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End Office Services Optional Arrangements (Cont'd)

(U)

	

Operator Assistance for SAC Access Service
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This option provides for operator completion of N00-NXX-XXXX type calls
which are generated by an end user by dialing 0- . This option is
available with SAC Access Service and with FGC and FGD which are used in
conjunction with SAC Access Service .

This arrangement provides the line switching and supervisory functions
necessary to interface Voice Grade Special Access and Switched Access
Services together for the provision of customer WATS and WATS-Type
service . This service provides a transmission path capable of originating
and/or terminating the customer's interstate/intrastate traffic .

This arrangement is only available from Telephone Company designated end
offices which are identified as WATS Serving Offices (WSO) in NECA Tariff
FCC No . 4 . Technical limitations resident in certain end office switches
may preclude the availability of certain Switched Access Interface
features . Depending on the configuration selected below, the Telephone
Company will provide such services from the closest WSO that is
technically equipped to provide such services . Special Access Transport
charges as described in 5 .1 .1(8)(2) will be applicable to the WATS Serving
Office appropriately equipped for the service feature requested .

The Switched Access portion of this arrangement is available from Section
4 of this tariff, except as set forth in (5) following, and provides
connectivity from the Telephone Company's WATS Serving Office to the CDL
of the customer . The Special Access portion of this feature is available
from Section 5 of this tariff and provides connectivity from the Telephone
Company's WATS Serving Office to the end user's CDL .

Switched Access Interface Service is available in the following
configurations/ features :

MEn
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(V)

	

Switched Access Interface (Cont'd)

Issued : .^ebruary 7, 1996

FACILITIES FOR INTRASTATE ACCESS

(1)

	

Originating Only Feature

The Originating Only feature is available from appropriately
equipped WATS Serving Offices on a per line basis and provides for
the transporting of intrastate calls from a special access line to
the customer via either FGA, FGE, FGC or FGD switched access . It
is provided in the following arrangement :

Kenneth Matrdorff
President

Peculiar, Missouri
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SWITCHED ACCESS (Cont'd)
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FACILITIES FOR INTRASTATE ACCESS

4 .2

	

Description of Switched Access (Cont'd)

4 .2 .5

	

End Office Services Optional Arrangements (Cont'd)

(V)

	

Switched Access Interface (Cont'd)

(1)

	

Originating Only Feature (Cont'd)

(a)

	

Unrestricted Arrangement - Originating Only

O+NPA-NXX-XXXX calls to the IC customer ;

7
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This arrangement is a multi-jurisdictional offering provided
from a Telephone Company appropriately equipped WATS Serving
Office and provides for the transporting of interstate and
intrastate calls from a Special Access Line to the customer
via FGA, FOR, FGC and/or FGD Switched Access . FGA access is
obtained from a WATS Serving Office by dialing a standard
seven digit number . FOB access is obtained from a WATS
Serving Office by dialing 950 1/OXXX or 1+950 1/OXXX . The
combining of interstate and intrastate traffic will be in
accordance with 4 .2 .5(V)(5) following . This arrangement
provides for transporting the following types of calls :

1+NPA-NXX-XXXX, 1+700-NXX-XXXX, and 1+FNPA-555-1212
calls to the IC customer ;

1+800-NXX-XXXX calls to the carrier in accordance with
the 800 Customer Identification Function described in
4 .2 .11 ;

1+900-NXX-XXXX calls to the carrier designated by the
digits dialed ;

calls originated by dialing 0 (zerol to the Telephone
Company operator ;

calls originated by dialing 00 (Zero, Zero) to the IC
customer (available only with FGD) ;

calls originated by dialing 01 or oil to the IC
customer ; and

1+ or 0 (zero)+ NPA-NXX-XXX .'C calls preceded by the
access code IOXXX to the carrier designated by the
dialed digits (available only with FGD) .

Kenneth Matzdorff
President

Peculiar, Missouri
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End Office Services Optional Arrangements (Cont'd)
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(V)

	

Switched Access Interface (Cont'd)
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Issued : February 7, 1996

FACILITIES FOR INTRASTATE ACCESS

(1)

	

Originating Only Feature (Cont'd)

Subject to technical availability, on an individual line
basis, calls preceded by the access code 1OXXX will be
blocked .

(2)

	

800 Tvae Terminating Only Feature

(a)	Unrestricted Arrangement - Originating Only (Cont'd)

Optional Access Code Arrangement

The 800 Type Terminating Only feature is available on a per-line
basis from appropriately equipped WATS Serving Offices and provides
for the termination of all calls from the subscribing carrier
(originated on a 1+800 basis) directed to the Special Access via
FGA, FOB, FGC and FGD Switched Access .

(3)

	

Combined Originating/800 Type Terminating Calling Feature

The Combined Originating/Terminating Calling feature is available
on a per-line basis from appropriately equipped WATS Serving
Offices and provides the functionalities of both the Originating
Only and the 800 Type Terminating Only features .

Kenneth Matzdorff
President

Peculiar, Missouri
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SNITCMED ACCESS (Cont'd)

4 .2 Deli-'On Of Switched Access (COnt'd(

rssued : February 7, 3996

FACILITIES FOR INTRASTATE ACCESS

4 .2 .5

	

End Office Services notional Arrangements (CDnt'd)

(V)

	

Switched
Access

Interface (C ..t-d)

The following matrix details the direction, call type, service prefix and traffic types
provided on each Switched Access Interface Arrangement .

Switched Access Interface Arrangement=_

unrestricted

	

900 Type

	

Combined
Arrangement Terminating Originating/

Only

	

800 Type
Terminating

D . Telephone Company DELIVERS traffic to the customer .
R . Telephone Company RETAINS and completes traffic .
C . Telephone Company COMPLETES traffic to the end user's premises .
B . Telephone Company BLOCKS traffic to an announcement .

Kenneth Mattdorff
President

Peculiar, Missouri
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Section Ref . (V)(1)(a( (V)(2) (V)(1)

Directionality

Originating only
Terminating Only
Two-way

Call Tvue (IN

Local B B B
IntraUTA/Intrast . R/D C R/D/C
Inte[LATA/Intrast . D C D/C

Service Prefix

0- R R
so . D D
0 " D D
IDOD D D
loxxx D/9 D/B

Traffic Tvne

411 B B
911 R R
976 R R
700 D D
800/900 D D
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End O

	

(Cont'd)
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(v)

	

Switched Access Interface (Cont'd)

(5)

	

Intrastate Traffic Restriction
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An interstate Switched Access Interface and an intrastate switched
Access Interface must be ordered for the provisioning of
multi-jurisdictional access .

Unless the customer subscribes to the 1OXXX blocking option offered
in Section 4 .2 .5 (v) (1) (b) i preceding, all calls carried over a
Special Access Line used in conjunction with a Switched Access
Interface for multi-jurisdictional access will be passed to the
customer for completion .

Kenneth Matzdorff
President

Peculiar, Missouri
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(Reserved for Future Use)

(K)

	

(Reserved for Future Use)

(Y)

	

Switched Data Service

(1)

	

Switched 56

Issued : February 7, 1996

FACILITIES FOR INTRASTATE ACCESS
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This option provides for a connection capable of up to 56 Kbps
digital transmission between the customer's CDL and a suitably
equipped end office . Switched Data service lines connected at
those suitably equipped end offices will be accessed on a switched
basis for digital transmission up to 56 Kbps . These locations are
identified in the National Exchange Carrier Association, Inc .,
Tariff F .C.C . No . 4 Wire Center and Interconnection Information .

This option is provided only with FGD . A separate FGD trunk group
must be established for the provision of Switched Data service .
This trunk group requires the use of a DS1 digital interface as
described in Section 4 .2 .3(8)(6) . Switched Data and Non-Switched
Data traffic may not be combined on the same trunk group .

Access is made via the standard dialing pattern as set forth in
section 4 .2 .4(E)(8) .

(2)

	

Switched 64

This option provides for a connection capable of up to 64 Kbps
digital transmission with clear channel capability between the
customer's CDL and a suitably equipped end office . Clear channel
capability allows for full bandwidth availability to the customer
with no part of the channel used for control, framing or signaling .

Switched 64 requires all digital facilities including the use of
a OSi digital interface as described in Section 4 .2 .3 (B) (6) and is
available only with FGD from end offices capable of providing SS7
signaling, Bipolar with Eight Zero Substitution (BHZS) line code
format and Integrated Services Digital Network (ISDN) or other
Switched Data based services . These locations are identified in
the National Exchange Carrier Association, Inc ., Tariff F .C .C . No .
4 Wire Center and Interconnection Information .

Access is made via the standard dialing pattern as set forth in
Section 4 .2 .4(E)(8) .

A separate FGD trunk group must be established for the provision
of Switched 64 service .

Switched data and non-switched data traffic may not be combined on
the same trunk group .

Kenneth Matzdorff
President

Peculiar, Missouri
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End Office Services Optional Arrangements (Cont'd)

(Z)

	

(Reserved for Future Use)

W(A)

	

Signaling System 7 (c 7) Out o Band 'gnaling

This option is provided in conjunction with Common Channel Signaling
System 7 (CCS7) Access Service and is only available with Switched Access
FGD service and 800 SAC Access . SS? Out of Band Signaling provides
common channel out of band transmission of address and supervisory SS7
protocol signaling information between the end office or access tandem
switching systems and the COL . FGD Switched Access and 800 SAC Access
service, equipped with SS7 Out of Band Signaling, are available with the
following interface arrangements : DS1 Digital, DSlC Digital, OSC
Digital, and DS3C Digital . SS7 Out of Band Signaling is provided at
suitably equipped Telephone Company end office or access tandem switches .
The technical specifications for SS? Out of Band Signaling are described
in Bellcore Technical Reference Publication TR-TSV-000905 .

(A) (B)

	

Calling Party Number (CPN) Parameter

The CPN parameter, available as a nonchargeable option for originating
FGD with SS7 Out of Band Signaling, provides for the automatic
transmission of the ten digit directory number, associated with a calling
station, to the customer's premises for originating calls . The ten digit
number consists of the NPA plus the seven digit telephone number which
may or may not be the same number as the calling station's charge number .
The CPN parameter also includes a "privacy indicator" which allows the
ten digit telephone number to be coded as presented or restricted for
delivery to the called end user . The technical specifications for CPN
are described in Bellcore Technical Reference Publication TR-TSV-000905 .

Kenneth Matzdorff
President

Peculiar, Missouri
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End office

	

A
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(Cont'd)
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FACILITIES FOR INTRASTATE ACCESS

(A)(C)

	

Carrier Selection Parameter (CSP)

(A)(D)	ChargeNumber (CN) Parameter

Kenneth Matzdorff
President
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The CSP, available as a nonchargeable option for originating FGD with
SS7 Out of Band Signaling, provides for the automatic transmission of
a signaling indicator which signifies to the customer whether or not a
given call originated from a presubscribed line . If the line was
presubscribed, the indicator will signify if the end user did or did not
dial 1OXXX . The technical specifications for CSP are described in
Bellcore Technical Reference Publication TR-TSV-000905 .

The CN parameter, available as a nonchargeable option for originating
FGD with SS7 Out of Band Signaling, is equivalent to the existing ten
digit Automatic Number Identification (ANI) available with FGD with MF
signaling . The CN parameter provides for the automatic transmission of
the ten digit billing number of the calling station and the originating
line information . The technical specifications for CN are described in
Bellcore Technical Reference Publication TR-TSV-000905 .
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4 .2 .7

	

Installation and Acceptance Testing of Switched Access

4 .2 .8

	

Provision of Desion Layout Report

4 .2 .9

	

Network Management
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The customer, when ordering Call Denial on Line or Hunt Group, Service Class Routing or
Trunk Access Limitation as in 4 .2 .5, shall report the appropriate codes to be instituted
in each end office switch .

(A)

	

The Switched Access provided under this tariff (a) will include any Telephone Company
installed equipment, entrance cable or drop wiring, and wiring or cable within a
building necessary to terminate the Switched Access at a point of termination
reasonably situated so as to serve the COL, and (b) will be installed by the
Telephone Company to such a point of termination . The customer shall be responsible
for providing facilities beyond the point of termination . When performing
installation and acceptance testing, the Telephone Company will, on a cooperative
basis, test the line or trunk beyond the customer's first point of switching (i .e .,
End-To-End) .

(H)

	

At no additional charge, the Telephone Company will, at the customer's request,
cooperatively test, at the time of installation, loss, 3-tone slope, DC continuity,
C-notched noise, C-message noise and operational signaling, when applicable . When
the Interface Arrangement is established at the Telephone Company's first point of
switching, and the customer requests these tests, the Telephone Company will perform
the tests independently and provide the results to the customer . When the Interface
Arrangement provides a four-wire voice transmission facility and the point of
termination provides two-wire voice transmission (i .e ., there is a four-wire to
two-wire conversion at the point of termination), echo control (balance-echo return
loss/equal level echo path lossl may also be tested .

Additional charges will apply as in 6 .6(A)(1) when :

	

(a) the customer requests a test
not set forth above, or (b) the test requested is not essential to the installation
of the particular Switched Access ordered .

If acceptance tests are not started within 30 minutes after the scheduled appointment
time for such tests, as negotiated between the Telephone Company and the customer,
additional charges will apply, as in 6 .2(D) and 6 .2(G), unless the delay is caused
by the Telephone Company.

The Telephone Company will provide to the customer the makeup of the Switched Transport
portion of the Switched Access provided under this tariff to enable the customer to design
its overall service . This information will be reissued or updated whenever the makeup of
the facilities provided to the customer are materially changed .

The Telephone Company will administer its network to ensure the provision of standard
traffic grade of service levels to all telecommunications users of the Telephone Company's
network services . The Telephone Company maintains the right to apply protective controls
such as diversion of overflow traffic to informational announcements or restriction of
access to congested traffic areas on any traffic carried over its network in order to assure
satisfactory service levels to all customers. These controls include the right to restrict
and, if necessary, deny access to and from the paint of termination at the COL .

Outage credit will apply as in 2 .4 .4, in cases where all transmission paths are blocked as
a result o£ application of protective controls, except that to the extent that these
controls relate to emergency situations, no notice requirement is necessary beyond that
already provided for in this tariff .
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4 .2 .10

	

(Reserved for Future Use)

FACILITIES FOR INTRASTATE ACCESS

4 .2 .11

	

800 Customer Identification Function

This function utilizes 800 Data Base Query Service, as described in 4 .2 .19, to
screen all ten digits of all 800-NXX-KKKX type calls generated by end users to
determine the customer to which the 800 call is to he routed . This function
is provided in conjunction with S00 SAC Access Service .

4 .2 .12

	

900 Customer Identification Function

This function provides for screening of the first six digits of all 900-NXX-
XXXX type calls generated by end users to determine the customer to which the
call is to be routed . This function is provided in conjunction with 900 SAC
Access Service and with FGC and FGD .

4 .2 .13

	

Design and Routing of Switched Access

MCFEWEE
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The Telephone Company shall work cooperatively with the customer to design and
determine the routing of Switched Access including the selection of facilities
from the first point of switching to the COL . The Telephone Company shall also
decide if capacity is to be provided by originating only, terminating only or
two-way facilities unless the customer requests Customer Specification of
Switched Access Directionality for the ordered capacity . Selection of
facilities, equipment and routing of the Switched Access is based on standard
engineering methods, facilities and equipment available and the Telephone
Company traffic routing plans .
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4 .2 .14

	

Provision of Switched Access Performance Data

	

Public Service Commission
Performance data for Switched Access will be made available to the customer
based on Telephone Company established intervals and availability . This data
may include, but is not limited to, equipment blockage and failure results,
ineffective attempt performance, transmission failures, and other
service-related data . Any request for data or format that is not Telephone
Company Standard will be handled on an Individual Case Basis with any
associated cost to be borne by the customer .

4 .2 .15

	

Transmission Performance

FACILITIES FOR INTRASTATE ACCESS

FEB

	

7 1996

Each Switched Access transmission path is provided with a standard transmission
performance . The standard for a particular path is dependent on the Interface
Arrangement and whether the Switched Access is routed direct or via an access
tandem . In addition, Data Transmission Parameters may be ordered by the
customer . The transmission performance parameters are set forth in Section
7000 of the GTE Technical Interface Reference Manual .
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Design Blocking Probability

FACILITIES FOR INTRASTATE ACCESS

4 .2

	

Description of Switched Access (Cont'd)

(A)

	

For FGA no design blocking criteria apply.
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The Telephone Company will design the facilities used in the provision of
Switched Access to meet the blocking probability criteria as follows :

(B)

	

For FGB, FGC and SAC Access Service, the design blocking objective will
be one percent ( .O1) between the CDL and the first point of switching as
in reference document GTE Service Corporation Telephone Operations -
Traffic Grade of Service Standards . Standard traffic engineering methods
will be used by the Telephone Company to determine the number of
transmission paths required to achieve this level of blocking .

(C)

	

For FGD the design blocking objective will be one percent ( .O1) between
the CDL and the end office switch as in reference document GTE Service
Corporation Telephone Operations - Traffic Grade of Service Standards .
Standard traffic engineering methods will be used by the Telephone
Company to determine the number of transmission paths required to achieve
this level of blocking .

(D)

	

When FGB, FGC, FGD or SAC Access Service is ordered in trunks, the
Telephone Company cannot guarantee these design blocking probabilities .
The Telephone Company will perform routine measurement functions, except
on FGA, to assure that an adequate number of transmission paths are in
service . The Telephone Company will recommend that additional capacity
(BHMC or quantities of trunks) be ordered by the customer when additional
paths are required t0 reduce the measured blocking to the designed
blocking level . For the capacity ordered, the design blocking objective
is assumed to have been met if the routine measurements show that the
measured blocking does not exceed the threshold listed in the following
tables .
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Description of Switched Access (Coned)

4 .2 .16

	

Design Blocking Probability (COnt'd)

(D)

	

(Cant Id)
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For FOB and FCC transmission paths carrying traffic between

	

and t

	

11

	

0
switching, or FGU transmission paths, tarrying traffic direct between a CDL and an end
office, the measured blocking thresholds are as follows :

Number of

	

Measured Blocking Thresnolds in the Daily

4 .2 .17

	

SneCial F Cilities Routing

5-6
Mensurem

.140
.090
.000
.070
.060

(2)

	

For FGO transmission paths carrying traffic between a CDL and an end office via an access
tandem, the measured blocking thresholds are a$ follows :

Number of

	

Measured Blocking Thresholds in the Daily

F :=.9 71996
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A cuscomer may request that the facilities used to provide Switched Access be specially routed . The
regulations, rates and charges for Special Facilities Routing (i .e ., Avoidance, Diversity and Cable-Only)
are in Section 9 .
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Transmission Path .
Per Truck Or vV

Busiest

15-20
Measurements

Bout for the Number of

11-14
measurements

7-10
M . ..Cement,

2 .070 .080 .090
3 .050 .060 .070
4 .050 .060 .070

5-6 .040 .058 .060
7 or more .030 .035 .040

Transmission Path .
Per Trunk Gt,nn,

Busiest
Measurements

15-20
Measurements

Hour for the Number of
Per Trunk Group
11-14

Measurements
7-10

measurements
5 .6

measurements

2 .045 .055 .060 .095
3 .035 .040 .045 .060
4 .035 .040 .845 .855

5-6 .025 .035 .040 .045
7 or more .020 .025 .030 .040
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URI
shall be assessed upon all customers that use local switching, 401u

	

x63
intrastate or foreign telecommunications .

(a)

	

The Information Surcharge is to recover the costs of the function . associated with the printing
of the directory white pages . The surcharge is assessed to a customer based on the total number
of access minutes at the rates in 4 .6 .4 .

(C)

	

The Information Surcharge rate element does not apply to switched access minutes of use that
originate or terminate at MTSOS directly interconnected to a Telephone Company access tandem
office .

4 .2 .19

	

800 Data Base Qperv Service

Boo Data Base Query Service . offered in conjunction with 800 SAC Access Service, performs the 800 Customer
Identification Function, as described in 4 .2 .11 . to determine the customer to no. 800 calls must be
routed . For all 1 .800-NS%-%%IC[ calls originated by an end user, the Telephone Company will perform the
customer identification function using a Telephone Company 800 Data Base to screen the dialed ten digits
of the 800 call to determine the customer selected by the 600 subscriber to carry that 800 call . It the
800 call originates from an end office switch not equipped to provide the customer identification
function, the call will be routed to an access tandem switch equipped to provide the customer
identification function . Once customer identification has been established through 800 Data Base Query
Service . the 800 call will be routed to the selected customer far completion .

Basic 800 Data Base Queries provide instruction. t o route 1.800-NK%-~X calls on a simple call turn
and basis to one particular customer or to different customers based on the IATA in which the 800 call

originates .

Premium Boo Data Base Queries provide instruction. t o mute 1.800-HAx-KXXK calls to :

(AI

	

Different customers based on time of day, day of week, or based on number of calls allocated by
800 subscriber selected percentages .

is)

	

Different terminating locations based on time of day, day of week, or based on number of calls
allocated by 900 subscriber selected percentages .

(C)

	

Standard seven digit local exchange telephone numbers at the terminating end based on the 800
subscriber's specific requirements .

me 800 subscriber i responsible for arranging the entry of the various routing instructions discussed
herein into the Number Administration Service Center's (NASC'9) Service management system (SMS) .

Rate regulations and charges applicable co 800 Data Base Query Service appear in 4 .5 .2(H) and 4 .6 .1(A) .

Oblicationa of the ~scomer

4 .1 .1

	

on and off-Rock SUQec~iSjOo

The customer facilities shall provide the necessary on and off-hook supervision .

Issued : Pebmary 1 . 1996
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(A) The Information Surcharge applies to aeon $Witched Access minute 4 ( z , ~y
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Jurisdictional Determination
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SWITCHED ACCESS (Cont'd)

4 .3

	

Obligations of the Customer (Cont'd)

4 .3 .2

	

ASH R sir m n s

	

MISSOURI
Public Service Cormissior

FEB

	

7 1995

The customer shall order all Switched Access as in Section 3, and 4 .3 .2 and
4 .3 .3 .

Switched Access capacity is measured at the Telephone Company's first point of
switching . ASKS for Switched Access must specify the number of lines, trunks
or BHMC (USOC - BHM++) connecting the first point of switching to the COL .
Ordered quantities shall be specified by originating and terminating direction
and by traffic type (e .g ., MTS/MTS-type or WATSJWATS-type) . Where the customer
desires to segregate its originating traffic into separate trunk groups by type
of traffic, the customer must specify the ordered quantities by trunk group and
by traffic type . For example, if a customer desires a separate trunk group to
carry its 800 traffic, the order must specify the trunks Or BHMCs associated
with 800 traffic for that trunk group . In addition, the customer shall provide,
when it orders BHMC, its projected interstate BHMC between the CDL and each end
office in the Access Area by traffic type . The customer shall provide, when it
orders lines or trunks, its projected intrastate traffic distribution by percent
for each end office in the Access Area by traffic type . If the customer fails
to provide its traffic distribution, the Telephone company will use appropriate
Telephone Company traffic studies to project distribution by end office .

When FGA is ordered the customer shall specify whether or not the terminating
traffic is to be restricted to the Access Area as in 4 .2 .4 (B) (6), and 4 .2 .5(C),
(D) or (E), or extended beyond the Access Area (i .e ., local calling area) . If
the customer wishes to extend the traffic beyond the FGA Access Area, the rates
in 4 .5 .2(N) (3) . will apply . If the customer wishes to restrict the traffic, the
rates in 4 .5 .2(B) may apply, depending upon the optional arrangement selected .

When a customer orders Switched Access for mixed interstate and intrastate
usage, the customer shall provide an estimate of the total usage which will be
intrastate by traffic type .

The customer allocated percentages will be used as a basis of the jurisdictional
determination for billing purposes of all charges until a more accurate
determination can be provided as in 4 .3 .3 and 4 .5 .2(J) .

For purposes of determining the jurisdiction of Switched Access traffic, once
the Switched Access service is activated, the following criteria will apply :

(A)

	

When the Telephone Company has measurement capability to provide the data
to determine the jurisdiction of switched Access traffic, the Telephone
Company will determine the jurisdiction of Switched Access traffic . In
those instances where the Telephone Company cannot determine the
jurisdiction, the customer will be required to provide this information
as described following .

MED
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(H)

	

To determine the jurisdiction of FGA and FGB SwitchePpygeLJ0Se-MWa9!l7rM*q8*=
traffic placed on a 1+ basis in conjunction with FGA, the following criteria will
apply :

(1)

	

Traffic that enters a customer's network at a point within the same state
as that in which the station designated by dialing is situated will be
considered intrastate . All intrastate usage will be reported as such
whether or not the customer has the proper state certification or an
effective intrastate tariff .

(a)

	

All usage which originates on the customer's network in the Missouri
portion of a LATH and terminates at a telephone number in the same
LATH in Missouri will be reported as intrastate .

(b)

	

All usage which originates on the customer's network in the Missouri
portion of a LATH and terminates at a telephone number in a different
LATH in Missouri will be reported as intrastate .

(2)

	

Traffic that enters a customer's network at a point in a state other than
that in which the station designated by dialing is situated will be
considered interstate .

(C)

	

(Reserved for Future Use)

(D)

	

if the customer provides jurisdictional information, the following requirements
apply :

(1)

	

The customer will provide quarterly reports indicating the percent of total
Telephone Company provided Switched Access usage that is interstate and
intrastate . The reports may aggregate usage at a statewide, LATH, HAM
(Billing Account Number) or end office level .

(2)

	

The reports will be based on the calendar year and will be due within
fifteen days after the end of the quarter beginning with the completion of
the first full quarter of service .

(3)

	

The customer will maintain records of call detail from which the
jurisdictional determination is made . For verification purposes the
Telephone Company may request that these records be made available for
inspection and audit on not more than an annual basis . Such audit may be
conducted by independent auditors if the Telephone Company and the customer,
or the customer alone is willing to pay the expense .

The quarterly reports will be used as the basis for prorating charges to the interstate and
intrastate jurisdictions for the next three month's billing and will be effective on the
first day of the next monthly billing period which begins at least 15 business days after
the day on which the customer reports the revised jurisdictional information to the
Telephone Company .

In the event the customer fails to provide a report for one or more quarters, the Telephone
Company will use the most recently provided quarterly report for subsequent bills until the
customer provides an updated report .

No revisions to bills preceding the effective date of the revised jurisdictional information
will be made based on this report .

Kenneth Matxdorf£
President

Peculiar, Missouri
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Rate Elements
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(Reserved for Future Use)

(A)

(B)

4 .5

	

Rate and Charge Regulations

FACILITIES FOR INTRASTATE ACCESS

Cancellation of Applications

A customer may cancel an application for Switched Access in Accordance with the
regulations and charges in Section 3 .

Allowances for service interruptions are in 2 .4 .4 .

No credit will apply for terminating only FGA .
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Usage Sensitive Service credit will be included in the FGA monthly bills
rendered to customers to reflect usage charges collected from their end
users for intrastate calls . The amount of credit applies to the End
Office Switching rate element for originating calls . When the customer
is provided originating only FGA service, the credit will apply to either
the actual access minutes measured or the assumed minutes as in
4 .5 .2(0)(3) .

For the purposes of determining the rates and charges for Switched Access,
including SAC Access Service the following five rate elements may apply :

Switched Transport Facility
Switched Transport Termination
End Office Switching
Information Surcharge
800 Data Base Query

FGS, FGC, FGD and SAC Access Service are also subject to the Network
charge per call as in 4 .5 .2(I) .

Kenneth Matzdor£f
President

Peculiar . Missouri
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This section contains the specific regulations governin~ gfF~e~(~(

	

g!g33FV~
that apply for Switched Access including SAC Access service and 800 Data Base
Query service .

(A)

	

Types of Rates and Charges

RIECERUD

FES

	

7 1996

There are two types of rates and charges that apply to Switched Access .
These are usage rates and nonrecurring charges . They are described as :

(1)

	

Usage Rates

Usage rates are rates that apply only when a specific rate element
is used. These are applied on a per Access Minute basis as
described in 4 .5 .2 (N) (1), or they are applied on a per query basis
either as basic or premium as described in 4 .5 .2(H) .

The Switched Transport Facility rate element is both usage and
distance sensitive .

(2)

	

Nonrecurring Charges

Nonrecurring charges are one-time charges that apply for specific
work activities in conjunction with the installation of service
(including engineering) or change to an existing Switched Access
Arrangement .

(a)

	

Switched Access Ordering Charges

Switched Access Ordering Charges are applicable to CASS
COUNTY TELEPHONE .

Switched Access Ordering Charges are associated with the
work performed by the Telephone Company in connection with
the receiving, recording and processing of customer service
requests . There are two types of service ordering charges .

(1)

	

Initial Ordering Charge - Switched Access
(USOC - SESCL)

This charge applies on a per ASR basis, including
those requests to add additional lines or trunks
(whether ordered in trunks or based on SHMCs ordered)
or activate an existing trunk as a result of
additional trunks or BHMCs ordered for an existing
service .

All nonrecurring charges (NRCs) for service connection
are waived when a customer converts trunks from
tandem-switched to direct-trunked or from direct-
trunked to tandem-switched . NRCs are also waived if
a customer orders the disco,-,-~q.~

	

of
overcrovisioned trunks . Waiver of thesa

	

' 1 be
effective immediately and continue through December
31, 1994 .

Kenneth Matzdorff
President

Peculiar, Missouri
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Rate Regulations (Cont'd)
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(A)

	

Tvoes of Rates and Charges (Cont'd)

(2)

	

Nonrecurring Charges (Cont'd)

(a)

	

Switched Access Ordering charges (Cont-d)

Subsequent Ordering Charge - Switched Access
(USOC - ESSEX)

RECEIVED

FES
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This charge applies an a per ASR basis for
modifications to an existing service . This would
include activities such as :

Kenneth Matzdorff
President

Peculiar, Missouri

Changes and/or additions to end office services
optional arrangements (changes in hunt group or
screening arrangements) .
The combination or splitting of FGA hunt groups .
A move to a new point of termination within the
same COL .
A change for rating purposes from one type of
Transport to another (i .e ., Special to
Switched) .
The activation or deactivation of 900 SAC NXX
codes on a per tandem level basis .
The addition of Calling Party Number (CPN)
Parameter, Carrier Selection Parameter (CSP),
and Charge Number (CN) Parameter when ordered
subsequent to the provision of SS7 Out of Band
Signaling .
Changes in FGD switched access and 800 SAC
Access signaling from multifrequency address
signaling to SS7 Out of Band Signaling except as
specified in 4 .5 .2(G)(1) .
All nonrecurring charges (NRCs) for service
connection are waived when a customer converts
trunks from tandem-switched to direct-trunked or
from direct-trunked to tandem-switched . MRCS
are also waived if a customer orders the
discontinuance of overprovisioned trunks .
Waiver of these NRCs will be effective
immediately and continue through April 30, 1994 .
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Rate Regulations (Cont'd)

	

MISSOURI
(A)

	

Twes of Rates and Charges (Cont'd)

	

r3tt1,(1r RArvice Ccrnmmlsslon
(2)

	

Nonrecurring Charges (Cont-d)

(a)

	

Switched Access Ordering Charges (Cont'd)

(3)

	

Administrative changes will be made without charge to the

"

	

Issued : February 7, 1996

customer . Administrative changes are as follows :

(b)

	

Design Change Charge

	

(USOC - H2R)

Kenneth Matzdorff
President

Peculiar, Missouri

Change in name or ownership or transfer at
responsibility from one customer to another, provided
there is no interruption o£ use or relocation of
Switched Access service .
Change of customer or customer's end user premise
address when the change of address is not a result of
a physical relocation of equipment,
change in billing data (name, address or contact name
or telephone number),
Change in customer circuit identification,
Change of billing account number,
Change of customer testline number,
Change of customer or customer's end user contact name
or telephone number, and
Change of agency authorization.

A design change is any change to a pending ASR or a change to an
existing service which requires engineering review or change . Design
changes may include the addition or deletion of End Office Services
Optional Arrangements or changes in the signaling arrangements
associated with the Interface Arrangements as described in 4 .2 .3(9) .
Design changes do not include a change of Switched Access Interface
Arrangement or facility type, IC CDL, end user premises, end office
switch, or Feature Group type . Changes of this nature will require
the issuance of a new ASR and the cancellation of the original ASR
with the appropriate cancellation charges applied .

The Telephone Company will review the requested change, notify the
customer whether the change can be accommodated and if a new service
date is required . If the customer authorizes the Telephone Company
to proceed with the design change, a Design Change Charge will apply.

The Design Change Charge for Switched Access Service in Section
4 .6 .1(C) will apply on a per ASR per occurrence basis for each
request requiring a design change .

The Design Change Charge is in addition to any Switched Ordering
charges associated with the change requested . When the design change
is on a pending ASR, the Initial Ordering Charge - Switched Access
will apply. If the design change is to an existing service, the
Subsequent Ordering Charge - Switched Access will apply .

If a change of service dace is required, the Service Date Change
Charge in 3 .2 .2(A) will also apply .

FILED
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President
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SWITCHED ACCESS

Issued : February 7, 1996

termination of Switched Access . The charge for the move depends on
whether the move is within the same CDL or to a different COL .

Kenneth Matzdorff
President

Peculiar, Missouri

RECEIVED
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Effective : April 1, 1996

FEB 7 19954 .5 .2 Rate R Ula 'ons (Cont'd)

(B) (Reserved for Future Use) MISSOURI
Public Service Commlsslon(C) (Reserved for Future Use)

(D) (Reserved for Future Use)

(E) Change of Switched Access T)me

Changes from one type of Switched Access to another will be treated as
a discontinuance of one type of FIA and start of another . The Initial
Ordering Charge - Switched Access will apply, with the following
exception . When a customer upgrades a FGA, FGR, or FGC to a FGD at the
same first point of switching, the charge will not apply . If however,
optional features are added to the service at the time the conversion
takes place, the Subsequent Ordering Charge - Switched Access for these
additions will apply .

(F) Moves

A move involves a change in the physical location of the point of
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Rate Regulations (Cont'd)

(F)

	

Moves (Cont'd)

(1)

	

Same CDL

(2)	A Different CDL

(G)	Signaling System 7 (SS7) Out of Band Signaling

(1)

	

Subsequent Ordering Charges - Switched Access will apply for a
change in FGD switched access and 800 SAC Access signaling from
multifrequency address signaling to SS7 Out of Band Signaling
except as specified in 4 .5 .2(G)(1) .

(2)

	

Switched access ordering charges will not apply if Calling Party
Number (CPN) Parameter, Carrier Selection Parameter (CEP), and/or
Charge Number (CN) Parameter are ordered at the same time as SS7
Out of Band Signaling is ordered in conjunction with FGD .
Subsequent Ordering Charges - Switched Access will apply if these
optional features are ordered subsequent to the provision of SS7
Out of Band Signaling .

(H)

	

800 Data Base Ouery Service

Query usage charges for 800 Data Base Query Service shown in 4 .6 .3(A)
as follows :apply

FACILITIES FOR INTRASTATE ACCESS

RECEIVED

FES 71996"

Public See"eCommisslon

When the move is to a new point within the same CDL, the Subsequent
Ordering Charge - Switched Access in 4 .6 .1(8) will apply. There
will be no change in the minimum period requirements .

When the move is to a different CDL it will be treated as a
disconnect and an installation of Switched Access . The initial
ordering Charge - Switched Access, as specified in 4 .6 .1(3) will
apply to the Switched Access, installed at the CDL . A new minimum
period will also be established for the installed Switched Access .
The customer will remain responsible for all remaining minimum
period charges associated with the disconnected Switched Access .

(1)

	

A Basic 800 Data Base Query charge will apply for each basic 800
call query received at the Telephone Company's 800 data base .

	

Per
query charges are accumulated over a monthly period and billed to
the customer on a monthly basis .

(2)

	

A Premium 800 Data Base Query charge will apply for each premium
800 call query received at the Telephone Company's 800 data base .
Per query charges are accumulated over a monthly period and billed
to the customer on a monthly basis .

Kenneth Mat :dorff
President

Peculiar, Missouri
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(I)

	

Network Blocking Charge for FGB . FGC . FGD, and SAC Access Service

The customer will be notified by the Telephone Company to increase its
capacity when excessive trunk group blocking occurs on groups carrying
FGB, FGC, POD or SAC Access Service traffic and the measured access
minutes for the Daily Busiest Hour exceed the capacity purchased .
Excessive trunk group blocking occurs when the blocking thresholds stated
below are exceeded . They are predicated on Daily Busiest Hour
measurements for four contiguous weeks using the five highest traffic days
of the week, excluding national holidays . The Telephone Company will not
bill the customer a Network Blocking Charge if an ASR for additional
capacity is received by the Telephone Company within 15 days of the
notification . If an ASR is not received within 15 days of notification
the rate in 4 .6 .1(D), will apply when (1) the Daily Busiest Hour average
blocking for the four contiguous weeks exceeds the threshold level and (2)
the average originating or two-way usage measured for these same hours
exceeds the Switched Access capacity purchased .

PSC MO . NO . 2
Original Sheet 13S
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The one percent blocking threshold is for FGB, FGC and SAC Access Service
transmission paths carrying traffic between a CDL and the first point of
switching, or FGD transmission paths carrying traffic direct between a
CDL and an end office . The one-half percent blocking threshold is for
FGD transmission paths carrying traffic between a CDL and an end office
via an access tandem .

(S)

	

Determination of Interstate Charges for mixed Interstate and Intrastate
Switched Access

When mixed interstate and intrastate switched Access Service is provided,
all charges will be prorated based on the jurisdictional distribution of
access minutes as in 4 .3 .2 and 4 .3 .3 . The portion of a Switched Access
Service to be charged as intrastate is determined in the following
manner :

Multiply the percent intrastate use times the total usage, either
measured or assumed, rounded to whole access minutes times the
appropriate tariff rate element .

(K)

	

Local Dial-It Services

Customer will be billed charges for terminating Switched Access calls to
certain community information services, for which rates are applicable
under the Telephone Company General and/or Local Tariffs Uial-
It Network Services) .

APR 6~ 5

Kenneth Matzdorff
President

Peculiar, Missouri

Blocking

Trunks in Service

Thresholds

it 1/2%

1-2 .070 .045
3-4 .050 .035
5-6 .040 .025
7-or more .030 .020
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Directory Assistance

(M)

	

(Reserved for Future Use)

(1)
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Terminating Switched Access calls dialed to Directory Assistance will be
rated under the applicable rates for the Switched Access in 4 .6 . In
addition, the charge per call to Directory Assistance in the Telephone
Company General and/or Local Tariffs may also apply .

Switched Transport, End Office Switching and the Information
Surcharge rates are applied as premium rates as set forth in 4 .6 .
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The specific application of premium rates for a specific customer is
dependent upon the feature group and the availability of equal access
capabilities in the end office or the WATS Serving Office to which the
service is provided .

Premium rates apply to all pot and FGD access minutes ; to all FGA, FGH and
SAC Access Service access minutes that originate from or terminate at end
offices or WATS Serving Offices equipped with equal access (i .e ., Pon)
capabilities ; and to all FGH access minutes that terminate at end offices
not equipped with equal access, when the service is provided to customers
who furnish MTS and WATS . Premium rates also apply to switched access
minutes that originate or terminate at a Mobile Telephone Switching Office
(MISO) directly interconnected to a Telephone Company access tandem office .

Premium rates apply to all FGA, FGH and SAC Access Service access minutes
(measured or assumed) that originate from or terminate at end offices Or
WATS Serving offices which are not equipped with equal access capabilities .

Premium rates also apply to switched access minutes of use that
originate/terminate at a MTSO directly interconnected to a Telephone Company
nonequal access type end office .

(2(

	

Switched Transport

The Switched Transport is determined as follows :

(a)

	

The Switched Transport Facility rate is applied per access minute per
airline mile for each Switched Access Feature Group type .

To determine the Switched Transport Facility airline mileage,
distance will be measured from the wire center that normally serves
the CDL to the end office or (for WATS or WATS/type) the WSO in the
Access Area . The V&H coordinate method is used to determine the
actual mileage as set forth in NECA, Int .'s Tariff FCC No . 4 .(=) If
the calculated miles include a fraction, the value is always rounded
up to the next full mile .

The Switched Transport Facility rate applies to the switched access
minutes of use that originate/terminate at a MTSO directly
interconnected to a Telephone Company access tandem or end office .
The mileage for access is calculated on an airline mile basis, using
the Vbui coordinate method, between the customers SWC and the SWC of
the MfSO .

Where Switched Transport Facility is provided by more than one
telephone company, the mileage for each will he determined as in 2 .7 .

(_) For intraLATA LEC to LEC traffic, percentages of ownership will be determined by the VSF1
coordinates located in the Missouri PTC Plan IntraLATA Database .

Kenneth Matzdorff
President

Peculiar, Missouri
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When a non-AT&T CDL is within five miles of an AT&T Class 4
office, the Switched Transport Facility mileage for a call
which is carried over Switched Access Service, originating
or terminating through an end office switch, shall be the
distance as would be determined from that end office switch
to the wire center for that AT&T Class 4 office unless the
customer specifies that for an entire LATA it wants all
measurements determined from its wire center . This
designation (i .e ., which wire center to use in calculating
mileage) may be changed only once in any 12 month period .
Such change will be made without charge(s) to the customer .

The Switched Transport Facility rate will not apply if the
CDL serving wire center and the end office are co-located
(where V/H - V/H = 0) .

(b)

	

The Switched Transport Termination rate applies per access
minute for each termination (i .e ., the first point of
switching and the end office serving the end user) for all
Switched Access Feature Group types .

	

When both terminations
are provided by the Telephone Company, the Switched
Transport Termination rate applies twice, including those
situations when the terminations are co-located .

The Switched Transport Termination rate applies to switched
access minutes of use that originate/ terminate at a MTSO
directly interconnected to a Telephone Company access tandem
or end office .

where the Switched Transport Facility is provided by more
than one telephone company, the Switched Transport
Termination rate applies for the termination (i .e ., the
first point of switching or the end office serving the end
user) at the Telephone Company end of the Switched Transport
as in 2 .7 . The Switched Transport Termination rate will not
apply when the Telephone Company is the intermediate
provider of the Switched Transport Facility .

(c)

	

(Reserved for Future Use)

Kenneth Matzdorff
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Peculiar, Missouri
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(d)

	

When the Alternate Traffic Routing optional arrangement is
provided in conjunction with Feature Groups B and D and the
end office or access tandem switch is unable to determine
the specific trunk group carrying alternate routed traffic
to multiple CDLS, switched transport access minutes will be
apportioned among the number of trunk groups utilized to
provide this optional arrangement . Such apportionment will
occur through the application of Percent Traffic Routed
(PTE) values provided by the customer on the ASR . The PTR
value for each trunk group, the percentage of total traffic
to be attributed to each trunk group, will be determined by
dividing the BHMC for each trunk group by the total BHMC for
all trunk groups carrying alternate routed traffic . The
resulting percentage, or PTR value, for each trunk group
will be multiplied times the total alternate routed traffic
quantity to apportion usage to the individual trunk group .
This apportionment will serve as the basis for the switched
transport mileage calculation for alternate routed
originating traffic as described herein .

When Feature Group B or D Switched Access service is
terminated from multiple CDLS through an access tandem or is
terminated from multiple CDLs directly to an end office and
the end office or access tandem switch is unable to
determine the specific trunk group carrying such terminating
traffic, switched transport access minutes will be
apportioned among the number of trunk groups carrying such
terminating traffic . Such apportionment will occur through
the application of PTR values provided by the customer on
the ASR . The PTR value for each trunk group will be
determined by dividing the BHMC for each trunk group by the
total BHMC for all trunk groups carrying such terminating
traffic . The resulting PTR value for each trunk group will
be multiplied times the total terminating traffic quantity
to apportion usage to the individual trunk group . This
apportionment will serve as the basis for the switched
transport mileage calculation for traffic terminating from
multiple CDLs as described herein .

The PTR values as described herein must be included on any
ASR establishing or changing any Switched Access service
arrangement requiring the use of PTRs . The notation of such
PTR values on ASRs must indicate whether the PTR will be
used to apportion alternate routed originating traffic to
multiple CDLs or to apportion traffic terminating from

Telephone Company may conduct
to exceed one each year, for each
location . Such aud' any be
auditors if the Te1Fp~ ~COmpany
customer alone,
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(a)

	

For calls established on a 1+ or expanded seven digit
measured calling basis, outside the specific FGA Access
Area, however inside the LATA, in conjunction with
terminating FGA traffic to an end office equipped with Equal
Access capabilities, the following rates apply :

for each access minute of each such call, the premium
rates per access minute for End Office Switching, in
4 .6 .3, and the Information Surcharge in 4 .6 .4 .

for each access minute of each such call, the premium
Switched Transport Facility rate per access minute
per airline mile in 4 .6 .2(A) .

For calls established on a 1+ or expanded seven digit
measured calling basis, outside the specific FGA Access
Area, however inside the LATH, in conjunction with
terminating FGA traffic to an end office not equipped with
Equal Access capabilities, the following rates apply :

for each access minute of each such call, the premium
rates per access minute for End Office Switching, in
4 .6 .3, and the Information Surcharge in 4 .6 .4 .

for each access minute of each such call, the premium
Switched Transport Facility rate per access minute
per airline mile in 4 .6 .2(A) .

The rates for terminating FGA calls established on a 1+ or
expanded seven digit measured calling basis in the preceding
paragraphs are in addition to the applicable FGA rates
charged within the Access Area for each such call .

(b)

	

when FGA terminating traffic is extended outside the LATA,
as in 4 .2 .4(B) (6) Switched Access rate elements in 4 .6 .3 and
4 .6 .4, will be billed to the FGA customer for the
terminating interLATA access function provided via the FGA
connection, and Switched Access rate elements, in 4 .6 .2(A)
and(B), 4 .6 .3 and 4 .6 .4, will be billed to the IC providing
the interLATA service to the FGA customer for the
originating interLATA access function .
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